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CCC 2.5d Digital Incubator

Ordering Information

Part No. Size Electrical Door Style
138300 2.5¢u. ft 115 volt/60 Hz Solid
138300-2 2.5¢u. ft. 230 volt/50-60 Hz Solid
138325 25¢u. ft. 115 volt/60 Hz See-thru
138325-2 2.5¢cu. ft. 230 volt/50-60 Hz See-thru
CCC 5.0d Digital Incubator
Ordering Information
Part No. Size Electrical Door Style
138400 5cu. ft. 115 volt/60 Hz Solid
138400-2 5cu. ft. 230 volt/50-60 Hz Solid
138425 5cu. ft. 115 volt/60 Hz See-thru
138425-2 5cu. ft. 230 volt/50-60 Hz See-thru

Boekel ECONOMY Digital Incubator

Ideal for school laboratories and as a backup incubator for hospitals, the
economy model features an LCD temperature display which can be easily seen

throughout the laboratory.

Ordering Information S
PN Part No. Size " Electrical ) Door Style
- » i e .
- = 133000 0.8 cu. ft. I 115 volt/50-60 Hz Solid
133000-2 08cu. ft 230 volt/50-60 Hz Solid
Specifications 7
Model CCC 0.5d CCC 1.4d CCC 2.5 €CC 5.0d ECONOMY
Chamber Volume 0.5 cu. ft. 1.4 cu. ft. 2.5 cu. ft. 5cu. ft. 0.8 cu. ft.
Chamber Dimensions (in) 9-1/2 x 9-1/2 x 9-1/2 13-1/2 x 13-1/2 x 13-1/2 17x17x15 | 17x17 x 30 1172 x 12 x 10-1/2
WxDxH (cm)  24.1x24.1x 24.1 34.3x34.3 x 343 432x432x381\  432x432x762f  292x305x26.7
Ambient Ambient Ambient Ambient l Ambient
Temperature Range +10°C to 90°C +10°C to 90°C +10°C to 90°C +10°C to 90°C +5°C 10 60°C
Stability @ 37°C +0.5°C +0.5°C +05°C +05°C +3°C
Uniformity @ 37°C +0.7°C +0.7°C +0.7°C +0.7°C +1°C
Shelves Included 1 2 2 b 3 2
Max. No. Shelves* 3 4 5 L 6 4
Shelf Area 0.63 ft7 1.26 ftz 2.01t? \ 20 1712
Dimensions (in.) 11-5/8 x 15-1/2 x 15-1/2 151/8 x 19 x 19172 191/8x23x21 ¥ 19-1/8x23x36 | 13x14x 16-1/4
WxDxH (cm) 29.5 x 39.4 x 39.4 38.4 x 48.3 x 49.5 486x584x533 )486x584x914|  33x356x413
Shipping Weight 24 1bs./10.9 kg 36 bs./16.3 kg 4751bs/215kg V.74 Ibs/33.6 kg 22 1bs./10 kg

*For accessory shelf information contact Boeke! at 800-336-6929 or visit our web site www.boekelsci.com/incubators




Model C-MH30 Micro-hematocrit Centrifuge

Unico Model C-MH30 is made of formed metal and Features:

has a baked paint application that is acid and reagent e Twenty-four (24) place rotor with replaceable

resistant. A safety switch built into the handle assembly rubber ring and screw down metal lid.

disconnects the power to the motor whenever the latch e Nominal speed is 12,000 RPM

is lifted. The hematocrit tray is made of plastic o Dependable mechanical 15-minute timer with

composite material backed by an aluminum shell for bell signal at end of run

durability and lighter weight. The brushed motor is e Air-cooled, brush type AC motor

mounted on rubber mounts to provide quieter running 4 Al metal housing for years of dependable use

and less vibration. e Safety switch in latch shuts off motor when lid
is lifted

e Electric motor braking
e Indicator light tells when unit is in use

Size 11.6inx 10.3 inx 9.3 in (295 mm x 261 mm x 235 mm)
Shipping Size 12.7inx 12.7 inx 12.2 in (323 mm x 323 mm x 311 mm)
Weight 17.4 1bs (7.9 kg)

Shipping Weight 19.4 1bs (8.8 kg)

Limited Warranty One year

United Products & Instruments, Inc. 182 Ridge Road, Suite E, Dayton, New Jersey, 08810, USA
Tel: 1-800-588-9776 Fax: 732-274-1151 E-mail: salesi@unicosci.com Website: http:/www.unicosci.com
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To: Emma

18013953703

From: Juliana Freitas

Tel: Fax:

Regarding: Specifications

Act 8 10 % Diff Preinstall Specs. pdt

Julia Freitas
Particle Characterization / Hematology Technical Specialist

Beckman Coulter

Miami, FL

Telephone: 1-800-526-7694
e-mail; j.freitas@beckman.com



L Recejved Fax o Jul 29 2009 /:34PM  Fax Station - OWATC D

y07/29/2009 3:23:35 PM -0400 BECKMAN COULTER, INC. PAGE 2 OF 3

INSTALLATION
2.1  DELIVERY INSPECTION

Your ACeT diff analyzer is tested before it is shipped from the factory. International symbols
and special handling instructions tell the carrier how to treat this electronic instrument.

When you receive your instrument, carefully inspect the carton. If you see signs of
mishandling or damage, file a claim with the carrier immediately. If the instrument is insured
separately, file a claim with the insurance company.

2.2 PREINSTALLATION CHECKS

Space and Accessibility Requirements
Check the site for proper space allocation. The ACeT diff analyzer doors require 26 cm to
open fully You must fully open the left door to replace the ACeT Rinse™ Shutdown diluent.

In addition to the space required for the unit itself, arrange for

* Comfortable working height.
* Atleast 26 cm (10 in.) on each side is the preferred access to perform service procedures.

* Atleast 7.5 cm (3 in.) behind for cabling and ventilation.

Paower Requirements
IMPORTANT Risk of misleading results. If you use an extension cord, you could encounter electrical
interference that could affect the instrument's resuits. Place the instrument close enough to a power outlet
that an extension cord is not necessary.

Check for the availability of a power connector. 90- 264 Vac RANGE
50/80 Hz

s 1207240 Vac 15A
¢ 50/60 Hz
e 15A

¢ Single phase with ground. 2

The power cord must plug directly into the ocutlet. Do not use an extension cord. This
instrument requires:

¢ Anindependent protected circuit: for the printer and for the instrument itself.

* The building outlet to be properly grounded and the electrical panel to be protected
against power fluctuations.

* A female receptacle outlet furnishing single-phase input power.

* A ground path capable of carrying the full current of the circuit {confirmed third-wire
earth ground).

PN 42374228 2
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INSTALLATION
REAGENT CONNECTIONS

Ambient Temperature and Humidity
Keep ambient operating temperature between 16°C and 35°C (61°F and 95°F) and humidity
no higher than 85 percent without condensation.

Printer
The following printers are supported for use with the ACeT diff analyzer:

* Epson® ticket printer, Models TM-290P M145A and TM-U295P 011 M117A.
¢ Citizen® roll printer, Model iDP3110.

¢ Citizen® Dot Matrix Printer, Model GSX-190.

¢ Canon® Bubble Jet™ Printer, Model BJC®-250.

¢ Ithaca® PcOS® Series 90 Printer.

Safety Precautions
See Chapter 5, Precautions/Hazards for Safety information.

2.3 REAGENT CONNECTIONS

Reagent packs and the waste collection container tubing are attached to the connectors. You
can place reagents below the instrument so long as they are no more than 91.4 cm (36 in.)
below and you do not use more than the 182.9 cm (6 ft) of tubing provided. Do not place
reagents above the instrument. See the Operatot’s Guide for additional information.

2.9 PN 42374228



Fisher Scientific - ISOTEMP WJ CO2 INC, TC, - Water-Jacketed; TC sensor, RH Displa... Page 1 of 2

Shopping Cart | Rapid Order

@ Fisher Scientific . _ l;s;rsnamef il
word:[ ]

New User? ' Forgot Password?

SCIENTIFIC | SAFETYI HEALTHCARE | SCIENCE EDUCATION
Scientific Home | Browse by: Product - Supplier - Application '

Help | Order Catalogs | MSDS ' Part of Thermo Fisher Scientific

i Search ;| - Back to Search Results
‘ [1325525 Fisher Scientific* Isotemp* CO, incubators > Water-Jacketed; TC sensor, RH
Display; 120V, 60Hz, 3.6A
! Submitl Substructure Search o !
i Certificate Of Analysis Incubator, Carbon Dioxide, Fisher; Isotemp Water-
Jacketed; 6.5 cu. ft. chamber volume; With T/C

sensor, gas-inlet and sample-inlet filters, RH Display;
25L x 26.3W x 39.5 in.H; For 120V, 60Hz, 3.6A

Custom Oligos »

b4

See Details

Accessories for:
Fisher Scientific* Isotemp* CO,

incubators> Water-Jacketed; TC
sensor, RH Display; 120V, 60Hz,
3.6A

Accessories for Fisher Scientific*
I mp* herm ientific*
Q)_z Incubators CO2 Gas

Regu i !

Connection And Shutoff Valve

Each for $358.00

w [ -

Accessories for Fisher Scientific*
1 mp* and Therm ientific*

13-255-25

Item Details Images Accessories

€O, Incubators Support Stand Description Catalog Number Quantity Price
With 2 Lockin rs And 2
i _3/4 i 13-255-25 I Each for $5,342.00
veling F 2:3/4 in. Water-Jacketed; TC sensor, RH $

Each for $479.00 Display; 120V, 60Hz, 3.6A ' | " l
o

Accessories for Fisher Scientific*
Isotemp* and Thermo Scientific*
@2 Incubators Stainless-Steel
Shelf, With Installation Channel

Each for $137.00

- —

Shopping Cart View Cart
No items in cart

For security reasons you will
be automatically logged out
after 30 minutes of inactivity.

http://www.fishersci.com/wps/portal/!ut/p/c1/hY3LDoIwFES vyNx7aymw5E3BtCFEBDak... 8/6/2009
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1. Optical system

Measuring principle:

Light source:

Wave lengths:

Light detectors:

Service life of
the light source:

Automatic
compensation:

Measuring range:

2. Temperature

3. Time of preparation
for a new parameter

4. Accuracy of input
5. Electronics
Microprocessors:

Storage capacity
(in KBytes)

Control of the process:

December 21, 2001

Technical data and specifications

Measuring the reflectance with the aid of an Ulbricht sphere using a
reference beam for compensation.

Light-emitting diodes (LEDs)
567 nm

642 nm

951 nm

Photodiodes (2)

Over 50,000 measurements

For the zero point and changes in current frequency

2.5% to 90% diffuse reflectance

37.0°C £+ 0.1°C

All parameter-specific data are encoded in the magnetic strip on the

reverse side of the reagent strip.

The system either performs automatically or does not require the usual
setting procedures needed in photometric practice, such as zero point,
method, factor, standard concentration, kinetic times, measuring
temperatures, volumes aspirated, incubation times, etc.

The records received are checked for plausibility.

6 (or 7 including printer)

Master Controller
EPROM 128 48
EEPROM 16 0.5
RAM 32 16

Display messages guide the user through the operation.

6.15



Display:

Clock:

6. Accuracy

7. Precision

8. Linearity

9. Required operating
environment

10. Transport conditions

11. Data interfaces

12. Power supply

Main:

13. Fuses

14. Power consumption

6.16

Over 50 function controls ensure the working safety of the instru-
ment.

alphanumeric display; 2 lines with 24 characters each; LC display

battery-buffered real-time clock

+ 0.5% of the reflectance with respect to the mean for the instru-
ments delivered.

< 0.2% of the reflectance

0.05% deviation

Temperature: +15°C to +34°C
Rel. humidity: max. 95%

Temperature: —20 °C to +55 °C when packed
Rel. humidity: 5% to 95% when packed

1 RS 232 C serial interface, DB-25 socket
1 keyboard interface, 5-pin DIN socket

110-230 V AC
(= 10%)
Frequency: 47 Hz to 63 Hz

25A

max. 40 watt
< 10 watt (permanent operation)

December 21, 2001



10.

11.

12.

13.

14.

Display:

Clock:

. Accuracy

. Precision

. Linearity

. Required operating

environment

Transport conditions

Data interfaces

Power supply

Main:

Fuses

Power consumption

6.16

Over 50 function controls ensure the working safety of the instru-
ment.

alphanumeric display; 2 lines with 24 characters each; LC display

battery-buffered real-time clock

+ 0.5% of the reflectance with respect to the mean for the instru-
ments delivered.

< 0.2% of the reflectance
0.05% deviation

Temperature: +15°C to +34 °C
Rel. humidity: max. 95%

Temperature: -20°C to +55 °C when packed
Rel. humidity: 5% to 95% when packed

1 RS 232 C serial interface, DB-25 socket
1 keyboard interface, 5-pin DIN socket

110-230 V AC
(= 10%)
Frequency: 47 Hz to 63 Hz

25A -

max. 40 watt
< 10 watt (permanent operation)

December 21, 2001






15. Weight

16. Dimensions

17. Language versions

18. Servicing

December 21, 2001

approx. 5.3 kg
approx. 300 x 350 x 210 mm

The user can choose among 6 different languages, which can be set
by means of the input keys. An additional language is possible.
The service engineer can test all méjor functions with a keyboard.

Reflotron® Plus makes this work easier by means of service
messages.

The modular design and the possibility of replacing individual
components considerably shorten repair times.

The manufacturer reserves the right to modify the system.

6.17



6.18

Safety warning

This instrument has been constructed and tested in
accordance with DIN EN 61010-1, Safety require-
ments for electrical equipment for measurement,
and left our factory in a safe condition. To ensure

] that this remains so and to ensure safe operation
the user must observe the instructions and warn-
ings given in this operator’s manual.

The instrument belongs to Protection Class |

(it has protective grounding).

It meets the requirements of Overvoltage Class i
and Pollution Class 2.

Do not plug the power cord into any socket that is not properly
grounded. Do not use an extension cord that does not have a ground
wire.

Warning

Breaking the connection to ground inside or outside the instrument
or disconnection of the ground lead can make operation of the appa-
ratus dangerous. Deliberate interruption of the ground connection is
not allowed.

Do not open instrument covers or remove parts that cannot be
opened or removed by hand as doing so may expose live parts.
Connecting points may also be live.

Any adjustment, maintenance or repair work on an opened instru-
ment with the power on should be undertaken only by trained per-
sons who are conversant with the dangers involved.

If you have any reason to believe that the instrument can no longer

be operated safely, switch if off and ensure that it cannot be used
accidentally.

December 21, 2001
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jtrujillo@butkhartdental.com

office: 801.619.7006

866.222.4841
fax: 801 -619-9007
cell: 801 -865-8325

12278 S. Lone Peak Plwy., Ste. 101
Draper, UT 84020



~roposal #: 987834

OGDEN WEBER

Applied Tech College

200 N Washington Blv

Ogden, UT 84404

Phone: 801-627-8300

Account: 59*303477

Effective: 07-17-2009 ~ 08-16-2009

.

12278 SOUTH LONE PEAK PARKWAY

SUITE 101

DRAPER, UT 84020

Account Manager:

JACCI SEELY

Branch Phone: 801-619-7006

Gty Description Bty Price BDS Price Ext. Price
J; 6599 - PROGENY - 65993906
Preva, 76" Reach Single Stud Mount intraoral x-ray $5,605.00 $4,067.62 $8,135.24
/7 3420 - GENDEX - 34203427
ORTHORALIX 8500 PAN, FILM, NA $20,500.00 $17,697.84 $17,697.84
4 3420 - GENDEX - 34203438 22,797
=*“Vfisualix eHD Combo sensor pack (contains size 1 and size 2 sensors) $18,995.00 $16,398.56 $16,398.56
A 7580 - STAR X-RAY - 75800105
SAFELIGHT 5.5" ROUND W/GBX FILTER $116.99 $103.81 $103.81
1 7580 - STAR X-RAY - 75800612
X-Ray Duplicator 6"x13" Duplicating Area $347.00 $324.53 $324.53
/5 3379 - GALAXY ENTER - 33790007
Examination & X-Ray Chair W/ Headrest $1,230.00 $884.89 $1,769.78
0220 - AIR TECH - 02200583
A/T2000XR Automatic Film Processor $7.995.00 $5,751.79 $5,751.79
1 0220 - AIR TECH - 02200033
CHEMICAL RECOVERY CONTAINERS 2-1/2 GAL AT2000 (2) $84.00 $60.43 $60.43
1 8920 - XLDENT - 88200010
XL NOTIFY Communication Software (includes up to 10 users) $995.00 $995.00 $995.00
”'0120 - ADEC - 01200542
6300 single track mount fight $3,905.00  $3,202.66 $19,215.96
/0120 - ADEC - 01205685 N
f% 5580.42 Treatment console upper, midsection & base \ $7,915.00 $6,491.39 $38,948.34

OPTION(S) INCLUDED:
1 Door storage module
1 Hinge right
1 Place in "C1", left position
2 Adijustable wood shelves
1 Delivery system module for position C2
1 Place in "C2", middie position
1 Cord Drop
1 Subbase for 541/545 delivery system
1 Subbase for cabinet-mt A-dec 541/545 system
1 Door storage with side opening door system
1 Place in "C3", far right position ,
1 For right side i
2 Swing-out shelf, Hinge Left, for 20.1" or 21" Storage
1 Midsection-Shelf & accessory panel -
1 Upper pass through storage -
1 Glass shelves-set of 4 only
1 Clock timer- Centered in Master Panel
1 Task light
1 Gibraltar Solid Surface for 5580 Work Surface
1 Color choice to follow
1 Accent laminate color choice
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. 1 Color choice to follow

0120 - ADEC - 01203967
541 with standard doctor’s touchpad
OPTION(S) INCLUDED:
Assistant's standard touchpad, requires access to a 300-watt power supply
4-Hole Silicone Tubing
6-pin Silicone Tubing
541 Assistant's Insfrumentation Single 3-Position holder assembly

6

[EERUNENE (O Y

$8,211.00

1 Assistant's standard touchpad, requires access to a 300-watt power supply

1 Quick-disconnect for air
1 Quick-disconnect for self-contained water system

$6,734.16

1 -Power supply connector kit; required fo connect delivery system to A-dec 511 chair power supply

$40,404.96

/ g 0120 - ADEC - 01200672
{ 511 Dental Chair w/o Upholstery
OPTION(S) INCLUDED:
1 Sewn Upholstery choices for 511 Chair

$10,650.00

$8,734.53

$52,407.18

6 2360 - DEMETRON - 45200042
Demi - Cordiess LED Curing Light

$1,390.00

$1,200.24

$7,201.44

1460 - CAULK - 14606722

6 Promix Amalgamator

$1,037.40

$970.21

$5,821.26

0120 - ADEC - 01200276

6 Cascade 1601 Doctor's Stool

$835.00

$684.82

$4,108.92

6 0120 - ADEC - 01200284
Cascade 1622 Assistant's Stool

$970.00

$795.53

$4,773.18

8 7580 - STAR X-RAY - 75807196
A Slimline 5" X 14" Desk or Wall Hanging X-ray viewer

$120.00

$115.10

$920.80

0560 - DENTSPLY PROFESSIONAL - 05600005

! CAVITRON PLUS-115V

$2,622.00

$2,451.79

$2,451.79

1 4475 - KAVO AMERICA - 44752515
RONDOflex Plus 360 with Water Spray-Air Abrasion Microdentistry unit

$2,789.00

$2,407.76

$2,407.76

, 44475 - KAVO AMERICA - 44755745
;§ .~ DIAGNOdent Classic Laser Diode Caries Detector

$3,289.00

$3,076.04

207 .0
$6,152.08

5600 - J. MORITA USA - 56001070

! Root ZX Il Apex Locator

$999.90

$1,000.00

$1,000.00

7770 - SYBRONENDO - FF

' TCM ENDO Il #815-9113

$1,299.75

$1,299.57

$1,299.57

0065 - ACTEON GROUP - 00650078

2 CAMERA HANDPIECE SOPRO 617 & USB 2.0. This allows the connection of
the SOPRO 617 directly to the USB 2.0 port of any computer that used the
SOPRO Imaging Software. (Single Cable Docking Station).

$3,755.00

$3,241.72

$6,483.44

5050 - 3M CO - FF
Penta mix il #77875

$2,574.00

$2,222.15

$2,222.15

1770 - DUX SALES - 13505100
Alginator i

$445.25

$373.16

$373.16

$25,933.00

$18.656.83

$18,656.83

PowerAir/PowerVac 5-7 USER SYSTEM PKG

0120 - ADEC - 01201878 ,k
Preference ICC 5590, 12' Pre-Configured Sterilization Cabinet

$22,580.00

$18,518.84

$18,518.84

.4 0120-ADEC - 01201864 _,
. ' Preference ICC 5590, 8 Pre-Configured Sterilization Cabinet /

$16,455.00

$13,485.48

$13,485.46

N13A T ANEE..N1201021
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‘. 7175~ SCICAN - 71751596

{1 Private Financing instifution:
1 3-month 0% interest ACH Program ($68000 Max)
[0 Creditcard #.
Tax 1.D. or S.8.N

PRICE QUOTATION EXPIRES® 08-16-2609
*Not to be longer than 30 days from the signature date.

! Q/_S TIM 2000 casseite aufoclave sterilizer $5,800.00 $4,244 60 $4,244.60
1 15 - MIDMARK - 54159020
. /M9 Ultraclave automatic sterilizer with auto door $5,690.00 $4,666.61 $4,666.61
1 00 - SONIX - 74008879
8 R128A- 13qt. R-Type Recess Touch-pad Control & Basket Ultrasonic Cleaner $2,475.00 $1,602.51 $1,802.51
7930 - TUTTNAUER - 79304181
9000 Series, 1 gallon Distiller $558.00 $401.43 $401.43
73320 - FOSTER RAY - 33200027
10" Model Trimmer with Automatic Water Valve, Water Spray Attachment, and
Splash Shield $798.00 $748.20 $2,992.80
2 3840 - HANDLER - 38401730
Redwing lathe on #26 hi base with #16 Chuk/Changer $649.00 $550.94 $1,101.88
2 2545 - DENTSPLY NT - 25452000
Triad 2000 Light Curing Unit $1,087.30 $1,015.00 $2,030.00
4 1260 - BUFFALO - 12600055
X35 Electric Handpiece System, 120V AC (Console + Black HP + Foot Control) $765.00 $716.54 $2,866.16
6 3840 - HANDLER - 38400550
PORTA-VAC BENCH TOP DUST COLLECTOR W/LIGHT $349.00 $286.23 $1,717.38
2 1260 - BUFFALO - 12600186
Econo-Vac Vacuum Former System, 120V AC $460.00 $395.68 $791.36
8700 - WHIP-MIX - 87005000
Combination unit: Vac-U-Spat w/accessories and Vac-U-Mixer $1,461.70 $1,367.05 $1,367.05
2 3840 - HANDLER - 38403774
81C Plaster Bin $199.00 $196.19 $392.38
4 4195 - INDIGREEN INNOVATIONS - 35501002
- 7 Gleco Trap w/64oz. Bottle Kit $96.00 $109.25 $437.00
1 3840 - HANDLER - FF
Bunsen Bumer # 10A $36.00 $31.07 $31.07
1 1260 - BUFFALO - 12608050
THERMA-KNIFE TRAY TRIMMER INTRODUCTORY KIT $231.49 $231.49 $231.49
3840 - HANDLER - 38400072
FUME HOOD - 320CFM $599.00 $603.30 $603.30
Proposal # 987834 Total: $331,565.32
EXISTING EQUIPMENT: [ DISPOSE [ DISCONNECT/REINSTALL (see separate agreement)
Requested Installation Date: ... Purchase Recap
Contact person and Phone # e ToOtal Purchases $331,568.32
Payment Method Freight Charges $6,631.30
[T ADC Grp. Fin. Svcs Term: [ILEASE {JC.S.C. Net Purchase $338,196.62
1 Check Balance Due $338,196.62



'Thfs Agréement is subject to the terms and conditions hereon and on the Terms & Conditions page. By si
sagree to be bound thereby. it is expressly agreed and understood that the titie of goods listed above is to

gning this Agreement the Client and Burkhart Dental supply
remain with the seller unti! the full amount is paid.

Burkhart Date Customer

Date

Burkhart Branch Location Customer

Date



Proposal # 988673

Proposal #: 988673

Page 1 of 2

OGDEN WEBER 12278 SOUTH LONE PEAK PARKWAY

SUITE 101

Applied Tech College DRAPER, UT 84020

200 N Washington Blv

Ogden, UT 84404 Account Manager:

Phone: 801-627-8300

JACCI SEELY

Account: 59*303477 T Branch Phone: 801-619-7006

Effective: 08-04-2009 ~ 00-03-2009 e —
Qty Description e Mfg. Price ‘ BDS Price

Ext. Price

0120 - ADEC - 01205964 .-
-5543.SB Central console w/42" equipment end $14,666.00 no $12,293.43
OPTION(S) INCLUDED:
1 Rounded end sink module w/ Decor color on rounded end
1 Glove/Tissue, 4 ttl (2 per side) |
1 Foot activated faucet
1 Adjustable shelf for dispensing unit i
1 Drawer storage: FF, 9", 5", 5", 6", FF
1 Bottom drawer opens to "B" side
1 Width 21"
1 Writing Surface for Drawer Storage
Second waste bezel, stainless steel
Task light, 1 on side opposite privacy panel
Door windows - 4 (2 per side)
Adjustable wood shelves for Upper Storage
Door storage module, w/doors on operator & assistant side /
1 Width 14"
1 Adjustable wood shelves
1 Door storage module, w/doors on operator & assistant side .
1 Width 14"
1 Adjustable wood shelves P
N 1 Door storage module, w/doors on operator & assistant slde
. 1 Width 14" o
S 1 Adjustable wood shelves e
L _X-ray split storage e
8- AgLustable wood shelves i

P NE G N

$49,173.72

0120 - ADEC - 01202165
2 ICV Vacuum Line Cleaning System; Single
control panel $1,190.00 $997.50

$1,995.00

0120 - ADEC - 01202166
2 ICV Vacuum Line Cleaning System; Dual control
panels $1,490.00 $1,248.97

$2,497.94

Proposal # 888673 Total:

$53,666.66

EXISTING EQUIPMENT: [ DISPOSE [1 DISCONNECT/REINSTALL (see separate agreement)

Requested installation Date: Purchase Recap
Contact person and Phone # Total Purchases
Payment Method Freight Charges
O ADC Grp. Fin. Svecs Term: [JLEASE [JCS.C. Net Purchase

M

file://C\Documents and Settinos\OWATOV aeal Settinod\ Temm\ X Pornwice\PrintPrannsal h

$53,666.66
$1,073.33
$54,739.99

RIAIINOHO



~—— P 7017: 34-5/8"(87.95 ¢m)
P 7016: 24-5/8"(62.55 cm) "L——H
P 7015: 14-5/8"(37.15 ¢cm)

\
f =
13-5/8
(35 cm)
Y )
> ]
8-1/2"
{21.5 cm)
<t P 7017: 76" Reach Parked -
44-5/8"(113.3 cm) i
39" P 7016: 66" Reach Parked 36-5/8"
{99 cm) 34-5/8%(87.9 cm) (93.04 cm)
P 7015: 56" Reach Parked with 12"
24-5/8"(62.5 ¢cm) (30 cm) cone
40-5/8"
(103.31 cm)
with 8"

(20 cm) cone

‘ l

Minimum Ceiling Requirement: 86.5" (219.7cm)

Cabinet Pass Through
66" Arm: 31"w x 47.5"d (78.74cm x 121cm)
76" Arm: 41°w x 47.5"d (104.14cm x 121em)

Cabinet Pass Through (Alternate)
66" Arm: 26.75"w x 47.5"d (68cm x 121cm)
76" Arm: 36.75"w x 47.5"d (93.5cm x 121cm)

More Than Imaging. Excellence.

Progeny Dental

1407 Barclay Boulevard = Buffalo Grove, L 60089 USA
PHONE (888) 924-3800 = (847) 850-3800 = FAX (847) 459-5175
www.progenydental.com

Copyright 2005 Progeny Inc. All rights reserved.

PREVA
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C SPECIFICATI

S

Line Voltage

100-230VAC +/- 10% 50-60 Hz

Line Load

Maximum current 10 amps

Tube Potential

60, 65 or 70 kVp

Tube Current

4,5,6,0r7 mA

Exposure Time

10 ms to 2 seconds

Cone Length

20 cm (8 inches)

Minimum Inherent
Filtration

2 mm Al equivalent @ 70 kVp

Focal Spot 0.4 mm {IEC 336)
Duty Factor 1:15
Shipping Weight S0 ibs.

Applicable Documents
Federal Regulations

21 CFR, UL, CE 0120

Warranty

2 Years, Limited

bpﬁons

G

Exposure hand switch

12" Cone

8" Rectangular cone

Choice of 56", 66" or 76" (total reach)
Two stud mounting plate

Metal stud mounting plate

s
«WWMWM///WW&%

Specifications subject to change without notice

For more information, contact your Progeny representative today.

PH-07-5



Orthoralix® 8500 / 8500 DDE

EXCELLENCE
2007 WINKER J

The Award-Winning Dream Machine.

Panoramic X-ray Systems

Iimaging Excellience Since 1893



Pd

Technical Specifications
Gendex Orthoralix® 8500 / 8500 DDE

iy 60 - 80 kV
idh 4-10mA

Focal Spot

0.4 mm, |EC 60336 (1993)

Exposure Time

11 s for the child pan, 12 s for the standard pan

115V AC, 60 Hz or 250 VAC, 50 Hz

10Aat250V, 15Aat 115V

254 Ibs {115 kg)

2 years

Imaging Excellence Since 1893

Wall bracket
mounting holes
16" on center

v

\

4
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B Our safelights come in various designs. This makes them ideal for any
darkroom configuration.

Dual Purpose Safelight and Viewer - SL 102

Darkroom light and viewer are completely separated by a steel partition to eliminate leakage
of unsafe rays. Has a special switching arrangement to prevent white light from being furned
on while safelight is in use.

Includes:
o GBX type filter ® 10W bulb for safelight section ® 25W bulb for viewer section

Angled Darkroom Light - SL 103 GBX
Features: ’
e Single purpose darkroom light for wall hanging above the developing tank.

Includes:
* GBX type filter ¢ 1OW bulb

Wall Mount Circular Darkroom Light BX

Includes:
* GBX type filler* ¢ TOW bulb {15W bulb can be substituted)

e Bracket allows all direction swivel or wall mounting

Specifications:
e Power supply - 110v

Socket Type Circular Darkroom Light - SL 106 GBX

Features:
e Socket type lamp provides direct illumination
¢ Threaded connection will screw into ceiling receptacle

includes:
* GBX type filter* e 15W bulb (25W bulb can be substituted)

* SL 105 & SL 106 are also available with an Encapsulite-R20 filter for blue/green
and mammography films. Use product numbers SL 105 R20 & SL 106 R20

Fluorescent Darkroom Lights - FSL 15, FSL 20

This 15 or 20 watt fluorescent safelight will provide more light over a wider area
than conventional incandescent safelights The fluorescent tube is covered with a

deep ortho red filter.

Includes:
e GBX type filter  ® Pull cord switch
* Available with either a 15W bulb (FSL 15} or 20W bulb {FSL 20}

Specifications
e FSL 15 Overall Dimensions: 18" Lx3"Hx 4" D
o FSL 20 Overall Dimensions: 24" Lx 3" Hx 4" D




Our compact duplicators are computer designed for perfect duplication of x-rays. They hav
a special reflecting system with dual diffusion for even illumination. They utilize a fluorescent
BLB ultraviolet black light that will light instantly fo avoid loss of exposure time. They also
have a builtin safelight for positioning of films. Average duplicating time is 10-15 seconds.

XRD 612 Duplicator

e Accommodates 5” x 77, 5" x 12", and 6" x 12" films
e Power Supply: 110V, 60 Cy., or 220V

XRD 810 Duplicator

e Accommodates 5" x 77, 5" x 12", 6" x 12" and 8" x 10" films

e Power Supply: 110V, 60 Cy., or 220V

XRD 1012 Duplicator

e Accommodates 5" x 7", 5" x 12", 6" x 12", 8” x 10", and 10” x 12" films

¢ Power Supply: 110V, 60 Cy., or 220V

XRD 1417 Duplicator

e Accommodates 5" x 7", 5" x 12", 6" x 12", 8" x 10", 10" x 12",

and 14" x 17" films

e Power Supply: 110V, 60 Cy., or 220V

RS Sns

Model:

Length:

Width:

Height

Height w/cover open:

ARD 612
18 V4"

8"

6"

-E 4//

TE

XRD 810
18 V4"

10"

8 ”

17 2"

XRD 1012
18 V"

127

8 "

19 1"

XRD 1417
22 3"
158"
7 %"
21 "




Examination & X-Ray Chairs
with Hydraulic Base

MODEL #3030 MODEL #3040

Model 3030: Examination & X-RAY Chair with tilting headrest and 23" diameter hydraulic base.
Model 3040: Examination & X-RAY Chair with tilting headrest & reclining backrest and 27" diameter hydraulic base.

Model 3000:

Examination & X-RAY Chair with Adjustable
headrest, 23" diameter hydraulic Base & padded
arm rest.

Model 3010:

Examination & X-RAY Chair with Adjustable
headrest, reclining backrest, 27" diameter
hydraulic base & padded arm rest. All of these
chairs are available in many selected designer
vinyl colors.

MODEL #3000/

MODEL #3010

' 178390 (WWW . galaxymfg.com
! BHU . 87 E : 459 3.88.5871 X | 541 Sheila Street # Los Angeles California 90040
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. ENDO SPEED - Just 2 1/z mint
a “quick-look.”

with local
and t

A truly exceptlonal processor with a proven roller transport system, the A/T 2000XR processes all film sizes in 5 !/2 minutes for archival quality
films or in 2 1/2 minutes for periapical “quick look” endo films. The microcomputer automatically monitors film usage, replenishing chemistry
proportional to film load. It also controls and maintains chemistry temperature. The auto-on/off feature saves water, electricity and

general wear and tear — as soon as the film is fully processed, the A/T 2000XR automatically returns to a “stand-by” state.

Easy to use, maintain and service.

The A/T 2000%R is available with options such as the Panoramic Daylight Loader and the QuickLoader Covered Feed Chute to
expedite film processing. When Air Techniques’ specially formulated chemistry and Formula
2000 and Spray 2000 cleansers are used, optimum performance is maintained. Like all Air
Techniques products, the A/T 2000xR is designed to be serviced easily with modular com-
ponents such as the solid state Electronic Control Module and color-coded roller trans-
ports, tanks and drain tubes.

The environmentally friendly processor.

The A/T 2000%R features a three-hose drain system that enables offices to comply with local
codes concerning the capture and treatment of chemistry and silver laden wash water. When
there is no water source nearby or local codes require the capture and recovery of waste
water, the A/T 2000xR (model #45009) with a built-in water recirculation system is the ideal
solution.

n@&.
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Specifications
Electrical 115 Voit, 60 Hz, 8 Amps. Use a 3 prong, grounded outlet.
A separate dedicated 15 Amp hne is recommended

Water Fiow 1/2 gallon per minute {while pmf;es g
, Water softeners should not be usmi

Water Pressure 80 psi maximum/30 p31 ‘minimum. Water source must have a
manual shut-off near processor.

T

Water Contiections  Adapters are provided to connect o
hose fitting. The supplied fubing at re

Water Backflow A vacuum breaker is not reqiﬁred because the processor hasa 17

Prevention air gap between water supply iniet and top of the highest water
level in the processor.

Water Temp 55°F {13°C} to 80°F (27°C}. A mixi

required if water temperature is %

Drain 1 1727 diameter vertical PVC standpipe, open at top, connected to
1172” PVC trap. DO NOT DRAIN INTO COPPER OR BRASS.
The top of the standpipe must be 6” below the bottom of the
countertop.

Dimensions EB”H * Iﬁ”W % Zﬁ”f} Wlth %S%I}Iig E}a%
Weight 90 Ibs. with water and chemistry (75 Ibs. empty)
Ventilation Room air temperature mxzm 1ot &3

vemﬁstimn (10 air ﬁ:lmges mr
darkroom femperature,

Chemistry Replenishment (Approximately)

4 Vs oz. in 90 sec
12502 1n 35 sec

Initial power on
Bvery 13 3/4” linear filni

Accessories:

Chemistry Recovery Containers 5 gallons, 2 each
44170 Chemistry Recovery Containers 2.5 gallons, 2 ead)
45880 QuickLoader Covered Feed Chute  6” x 153/4” x 12
45110 Panoramic Daylight Loader  Adsieis i
Pressure Regulator Kit If water pressure > 60 psi

A/ T 2000xr o ,
AT 2000%8 w/bulltin water reciroulation system

iHinkavilla MY

Panoramic Daylight Loader
Allows all sizes of dental films to
be processed without a darkroom.

QuickLoader Covered Feed Chute

_ Minimizes user’s time in the darkroom

while the film is processing.

‘kﬁ‘ﬁu_

Corporate Headquarters

70 Cantiague Rock Rd., P.O. Box 870, Hicksvilie, NY 11801
1-800-AIR-TECH ¢ 516-433-7676 o Fax 516-433-7684
www.airtechniques.com

Western Division

291 Bonnie Lane, Suite 101, Corona, CA 92880

AT/2000 is a registerad rademark of Alr Techniques. Inc.
@2001 Alr Technigues, Inc.



A-dec Dental Light Features And Mounting Choices

Third Axis Of Rotation Convenient Switches Simple Adjustments
With 2 third axis of rotation (diagonal), you can  You can eliminate a touch surface by activating the ~Built-in tensioning points and a large focus
position the dental light away from the work light with the back of your hand. Auto On/Off and  adjustment screw on the back of the reflector
area and still maintain a focused light pattern 3-way switching are available on lights installed in  allow you to quickly adjust the light to your
that follows the orientation of the oral cavity. conjunction with A-dec 500 systems. specific preferences.

Chair-Mount Light Cabin,e)t;ﬂﬂg 0 . Ceiling-Mount Light

CHAIR-MOUNT LIGHTS WALL/CABINET-MOUNT LIGHTS CEILING-MOUNT LIGHTS

Chair-mounted dental lights integrate V'~ A-dec wall- and cabinet-mount dentq For additional stability and less to clean,
with the chair, so they cost less, require / 1 lights are more stable than chair- || choose from A-dec’s ceiling- or track-
] f/i mount dental light configurations. Check

less repositioning, and make a great f | mounted lights, have fewer smface.}

choice for smaller treatment rooms. | | to clean, and can be conveniently ; with your A-dec dealer for additional
A-dec offfers several different chair-mount ||  positioned against the wall or ahdve construction requirements.

lights, which are dependent upon your | |, the cabinetry when not in usp!’

chair or delivery system choice. g&%

A-dec 500 systems allow you

to control denial light functions
with a convenient touchpad,
which includes auto On/Off]
3-way switching, and ibe
ability to toggle between

two intensity settings.

LIGHT HEAD SPECIFICATIONS'

Bulb Type: Quartz halogen xenon; single-ended; 24V/150W rating
Light intensity: High - 24,000 lux (2230 fc)

Medium - 20,000 lux (71858 fc)

Composite — 8000 fux (743 fc)
Color Temperature: 5000 kelvins
Light Pattern (focal distance):  3.3% X 6.3" at 27.6" (85mm x 160mm at 700mm)
Operating Voltage: 100, 120, or 240V
BTUs per hour: 325

¥ Nominal values based supon lab tests with fixed conditions. Actua! vessilts may differ due fo vaviations in i g or conditions.




With a round, pivoting worksurface
and instrumentation that rotates around
the worksurface, you'll have an exten-

sive range of motion and better
positioning than any other cabinet-
mounted system available today.

At A-dec, we believe your choice of instrument delivery should
allow you to operate comfortably and efficiently. Which is why
we created A-dec 500 side and 12 o’clock delivery solutions—a

full-line of cabinet-mounted systems that keep instrumentation
out of the direct view of patients, while also providing a means
to greater productivity for your entire team.

Exceptional range of motion is the key. In addition to a round,
rotating, and height-adjustable worksurface, A-dec 500 assis-
tant’s instrumentation features a total of five pivot points to
maximize positioning—which means better visibility, less
stretching, and reduced motion for your assistant. Meanwhile,
A-dec 500 doctor’s instrumentation at 12 o’clock moves inde-
pendently from the worksurface and includes four pivot points
to improve positioning. The combined result is a complete and
flexible system that offers better ergonomics and efficiency than
any other 12 o’clock delivery solution available today.

Preference Collection
35580 Treatment Console
with A-dec 541 Duo
Delivery and track-
mounted monitor
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Star X-Ray’s Dental Viewers offer dental professionals the flexibility they need to function
smoothly. A variety of features like wall/desktop mounting, tiltable bases, swingarm and
magpnifier attachments make choosing the right viewer for your needs easier.

Viewer - DE 100

This slimline x-ray viewer is only 2 4" (6 cm.) thick. Can be hung on wall or
placed on desktop. Will accommodate full series mounts and all types of
panoramic films. Single x-rays are held in place by a side clip.
Specifications
 Colors: Grey, White, Beige, Blue and Walnut
® Dimensions: 157" W x 7"H x 2%"D
(39 cm x 18 cm x 6.3 cm)
¢ Viewing Area: 14" x 6"
(36 cm x 15 cm)
e Power Supply: 110V AC
* Also available in 220 V or 250 V

Viewer w/Magnifier - DE 120

Same viewer as DE 100, but with a glass magnifier to make reading of x-rays
easier. Magnifier slides horizontally and vertically. Magnification is X 2 .

Specifications
¢ See DE 100

Viewer w/Tilted Base - DE 150

Identical to the DE 100, but with o tilted base.

Specifications
¢ Colors: Grey, Walnut, Beige, and White
¢ Dimensions, viewing area, power supply same as DE 100
e Also available with Magnifier - Cat. No. DE 150 MG

Viewer w/Swing Arm - SW 100

Similar to the DE 100. Mounted on (2) 12” arms. Gives easy access to the
viewer without leaving the operating area.
Specifications

e Colors: Grey, Walnut, Beige, and White

¢ Dimensions, viewing area, power supply same as DE 100

* Additional 12” arm can be added - Cat. No. SW 12A

* Available with magnifier - Cat. No. SW 120

* Available with pole mount and clamp- Cat. No. SW 100LP

* Available with pole mount, clamp and magnifier - Cat. No. SW 120LP
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Specifications

Max No. Total
Vacuums HP

Model Vacuum

(*Hg)

Users®

Voltage

Overall Dimensions
HxWxD”

Base Dimensions
Hx W x D"

Tank Dimensions
HxWxD

Shipping Weight

P3 3 1 2 up to 18 | 208-230 11.4 56" x 19.5" x 18.5" | 24" x 19.5" x 18.5" 32" x 13" x 13" Base - 408 ibs.
60 Hz Tank - 47 ibs.
P5 5 1 2 up to 18 | 208-230 11.4 56" x 19.5" x 18.5" | 24" x 19.5" x 18.5* 32" x 13" x 13" Base - 408 Ibs.
60 Hz Tank - 47 ibs.
P7 7 1 2 up to 18 | 208-230 | 114 58" x 19.5" x 18.5" | 24" x 19.5" x 18.5" 32" x 13" x 13" Base - 408 lbs.
60 Hz Tank -~ 47 ibs.
P6 6 2 4 up to 18 | 208-230 22.8 56" x 33" x 18.5" 24" x 39" x 18.5" 32" x 13" x 13" Base - 408 Ibs. x 2
60 Hz Tank ~ 47 ibs. x 2
P10 10 2 4 up to 18 | 208-230 | 22.8 56" x 39" x 18.5" 24" x 39" x 18.5" 32° x 13" x 13" Base - 408 ibs. x 2
60 Hz Tank - 47 Ibs. x 2
Pi4 14 2 4 upto 18 | 208-230 | 228 56" x 39" x 18.5" 24" x 39" x 18.5" 32" x 13" x 13" Base - 408 ibs. x 2
60 Hz Tank - 47 lbs. x 2

*HVE = 1 vacuum user; SE = .5 vacuum user ** Twin {P8, P10, P14) dimensions are with base units side by side; base units may also be stacked

Warranty
® 5 years/10,000-hour product warranty
= 10 years/20,000-hour pump warranty

UL Listed
Complies with NFPA 98C
Patent Pending

g3

Midmark is an I1SO 9001 Certified Company.

For more information or a demonstration, contact your Midmark
dealer or Call: 1-800-MIDMARK Fax: 1-877-725-6495

Outside the U.S.A. Call: 1-937-526-3662 Fax: 1-937-526-8214
or visit our website at midmark.com

© 2006 Midmark Corporation

60 Vista Drive P.O. Box 286 Versailles, Ohio 45380-0286
Produgcts subject to improvement changes without notice
Litho in U.S.A. 007-0599-00 Rev. A1 (3/06)

MIDMARIC |

Bacause we care,
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Specifications

Voltage Total dBA dBA Overall Overall Dimensions Shipping
Amps w/Sound Dimensions w/Sound Cover Weight
Cover HxWxD HxWxD {ibs.)

p21 1-3 2 5.2 10 1.5 115 16.0 65 860 27" x 26" x 24" 32" x 26" x 25" 285
60 Hz

P22 1-3 2 5.2 10 15 208-230 7.0 85 80 27" x 26" x 24" 32" x 26" x 25" 285
60 Hz

P32 3-5 3 7.8 20 2.25 208-230 11.0 87 62 29" x 33" x 26" 33" x 33" x 28" 360
60 Hz

P52 5-7 2 10.6 20 3.2 208-230 20.0 70 65 31" x 33" x 26" 33" x 33" x 28" 410
60 Hz

P72 7-10 3 15.9 32 4.8 208-230 29.0 73 68 33" x 40" x 27" 39" x 40" x 30" 500
60 Hz

Warranty

® 5 years/3,500-hour product warranty

Complies with NFPA 99C level 3

§>}‘55#‘/&0

¢ us

Midmark is an iSO 9001 Certified Company.

For more information or a demonstration, contact your Midmark
dealer or Call: 1-800-MIDMARK Fax: 1-877-725-6495
Outside the U.S.A. Call: 1-937-526-3662 Fax: 1-937-526-8214
or visit our website at midmark.com

@ 2007 Midrmark Corporation
60 Vista Drive P.O. Box 286 Versailles, Ohio 45380-0285 MIDMARIK®
Products subject to improvement changes without notice i

Litho In U.S. A 007-0643-00 Rev. A1 (2/07) Becauss we care.




‘Quality details that maximize

your investment

e Process-based design to belp promote a consistent, accurate,
and intuitive sterilization process

o Seventeen standard laminate and 16 solid surface countertop
choices to match existing Preference Collection cabinetry or
your existing color scheme

e Pretreated, heavy-gauge steel subbase with polyester powder
coat finish to maximize durability and protect against rust
and corrosion

aidec
A-dec Inc.

2601 Crestview Drive

Newberg, Oregon 97132 USA

Phone: 1-800-547-1883, Fax: 503-538-0276
Qutside USA/Canada: 1-503-538-7478

© A-dec Inc., 2004. All rights reserved.
85.6088.00 / GAC / 40M / 07-04

www.a-dec.com

e Red and blue lighting to clearly identify contaminated and
clean sections, as well as bighlight the flow of instruments
throughout the sterilization process

e Integrated task lighting for soft illumination of the countertop

e Zinc-plated brass knobs to minimize touch points and
simplify cleaning

® Heavy-duty cam lock fasteners, melamine interior surfaces,
3mm PVC edgebanding, and bigh-strength European binges to
maximize cabinet life and long-term value

For more information on Preference ICC, contact your local authorized
A-dec dealer, visit www.a-dec.com, or call us at 1-800-547-1883.

The colors and products in this brochure may vary from the actual materials and are subject to
change without notice. Please see your authorized A-dec dealer for accurate color samples and
the most current product information.
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- ACCEPTED

. American
. Dental

| Association e

The ADA Council on Scientific Affairs’
Acceptance of STATIM Cassette
Autoclave® is based on its finding
that the product is effective for use in
sterilization procedures in the dental
operatory.
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SD-136/3-US 10M 4/06

STATIM 900

p/n 01-311101

Unit size: LXW x H

151" x 115" x11.1"

384 cmx29.2cmx28.2cm
Cassette internal dimensions:
75" x3.54" x 2.1"
19cmx9cmx53cm
Reservoir capacity

3 litres (distilled water)
approximately 40 cycles
Weight without water

29 Ibs/13 kg

Power consumption
110-120 V, 60 Hz, 1300 W

E

STATIM Autoclaves meet the following standards/proposed standards:
EN-61010-1/A2; EN-61010-2-041; EN-60601-1-2; prEN 13060-4:1997; ENASO 9001; EN 46001; ISO13485

G

STAT/M 2000

p/n 01-121101

Unit size: Lx W x H

19" x 16.25" x 6"

48 cmx415acmx 15 cm

Cassette internal dimensions;

11" x7"x 15"

28cmx 18 cm x 3.5cm
Reservoir capacity

4 litres (distilled water)
approximately 40 cycles
Weight without water

46 lbs/21 kg

Power consumption ,
110-120 V, 60 Hz, 1300 W

SciCan, Inc. 500 Business Center Drive, Pittsburgh PA, 15205
Phone (412) 494 0181 Fax (412) 494 4794 Toll free 1 800572 1211

www.scican.com

/p/n 01-201103

S 175" x 16.25" x 7.5"

" Unit size: Lx Wx H

55.5 cm x 41. 5cmx19c '
Cassette internal dlmensronE:
15" x7" x3" . ]
38cmx18cmx75cm |
Reservoir capacity .
4.0 litres (distilled water) §
approximately 40 cycles |
Weight without water |
72 Ibs/33 kg ;f
Power consumption f
110-120 V, 60 Hz, 1300 V\;/

With optional printer
p/n 01-201104
Type Thermal printer
Print: 20 characters pef line
Speed: 1 line/sec.
Capacity: 80 cycles/foll

/

¢
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Specifications

Overall length w/piug:

20.38" (51.8 cm

23.8" (80.5 cm)

Overall width: ) ’15.3" {38.9cm) \ 17.8" (45.2 cm)
Overall height w/printer: 15.8" (40.1 cm) ‘gﬁ 17.8" (45.2 cm)
Minimum Countertop area: 15.3" x 17.88" (38.8 cm x 45.4 cm) E%é 17.8" x 21.0" (45.2 x 53.3 cm)

Chamber:

g" diameter (22.9 cm), 15" depth (38.1 cm)
3.5 gal. usable volume (13.4 liters)

11" diameter (28 cm), 18" depth (45.7 cm)
8.5 gal. usable volume (24.6 liters)

%
g
g
Two large - 7.3" W x 12" L x 0.8" D i
|
'
]

Trays: Two large-9" W x 15" Lx 1.1" D
{18.6 cm x 30.5 cm x 2.2 cm) {22.9 cm x 38 cm x 2.9 cm)
Two small -5.8" Wx 12" L x0.8"D i Twosmali-86.6"Wx15"Lx 1.1"D
(14.3cm x 30.5 cm x 2.2 cm) (16.8cmx 38 cmx2.9cm)

Unit weight: 73 Ibs. (33.1 kg) 99 Ibs. (44.9 kg)

Shipping weight: 81 ibs. (36.7 kg) 131 Ibs. (69.4 kg)

Water reservoir capacity!

1.1 gal. (4.1 liters)

1.4 gal. (5.3 liters)

Electrical requirements: |

115 VAC, 50/80 Hz, 15 Amps Single Phase

115 VAC has 1425 watt tubular immersion heater
230 VAC, 50/60 Hz, 10 Amps Single Phase

230 VAC has 1500 watt tubular immersion heater
UL61010A-1, ULE1010A-2-041

CAN/CSA €22.2 No. 1010

CAN/CSA C22.2 No. 1010.2-041 96

Meets the requirements of ASME Boiler and
Pressure Vessel Code

A separate {dedicated) circuit is recommended
for this sterilizer

115 VAC, 50/860 Hz, 15 Amps Single Phase

115 VAC has 1425 watt tubular immersion heater
230 VAC, 50/860 Hz, 10 Amps Single Phase

230 VAC has 1500 watt tubular immersion heater
ULB1010A-1, ULE1010A-2-041

CAN/CSA C22.2 No. 1010

CAN/CSA C22.2 No. 1010.2-041-98

Meets the requirements of ASME Boiler and

| Pressure Vessel Code

A separate {dedicated) circuit is recommended
for this sterilizer

Optional accessories:

Midmark is an {80 13485 and 18O 8001 Certified Company.

9A259001 - impact Dot Matrix Printer

g
oy,

9A224001 - Sterilizer Deep Tray

9A226001 — Sterilizer Pouch Rack J
9A307001 — Cool Hand Tool 7
(Tray & Cassette Removal Tool) }f
9A260001 - External Condensing Tank ;”
Vi
/

\ic;\vstallation - '
Use-on laminate, stainless steel or stefie surface. Allow 2.0"
(5.08 ctm).on sides and rear ana-3" (12.7 cm) above, to aliow

space to fili reservoirand éhange the printer paper roli.

The Midmark M3 UltraFast Automatic
Sterilizer allows you to rapidly process
your instruments. The M3 provides
reflable, fast sterilization and also quickly
dries your instrurnents.

NEW

M3 UltraFast™ Automatic Sterilizer

9A259001 - Impact Dot Matrix Printer

9A225001 — Sterilizer Deep Tray

9A228001 - Sterilizer Pouch Rack

9A307001 - Cool Hand Tool (Tray & Cassette Removal Tool)
9A260001 - External Condensing Tank

9A215001 — Horizontal Cassette Rack

9A215002 — Vertical Cassetie Rack

| 9A306001 — Orthodontic Cassette Rack

Installation

Use on laminate, stainless steel or stone surface. Allow 2.0"
(5.08 cm) on sides and rear and 5" (12.7 cm) above, to allow
space to fill reservoir and change the printer paper roll.

M11D and M9D AutoClave® Sterilizers

The Midmark M3D and M11D AutoClave® Automatic Sterilizers offer easy,
effective sterilization, but without the convenience of & door that opens
automatically. One button starts the cycle...but at the end of the automatic
sterilization process, you need to manually open the door within 30 minutes
of completion to activate the dry cycle. This extra step is the only physical

difference between the MOD and M11D and their automatic counterparts.

For more infarmation or a demonstration, contact your Midmark
dealer or Call: 1-800-MIDMARK Fax: 1-877-725-6495

Qutside the U.S.A. Call: 1-937-526-3662 Fax: 1-037-526-8214
or visit our website at midmark.com

@ 2007 Midmark Corporation

80 Vista Drive P.O. Box 286 Versailles, Ohio 45380-0286
Products subject to improvement changes without notice
Litho in U.S.A. 007-0640-00 Rev. B1 (3/08)

MIDMARIK®
Bacause we care.
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Deck-MOUNTED
RECESSED ULTRASONIC CLEANERS

Productivity, safety, and noise
comfort levels are dramatically
improved with Recessed
Ultrasonic Systems. Deck-Mount
installations eliminate sloshing
spilling, and dumping of
potentially dangerous,
contaminated baths by infegrating
the ultrasonic tank drain with the
work centfer drain. Recessed
ultrasonic systems provide a
clean, aesthetically pleasing look
with a ergonomically desirable,
counter-top level working height.

Deck-Mount Installation with Sonix
IV's proprietary "Touch-Pad"
controls allows the operator to
activate the ultrasonic unit at
precise cycle times, and drain
the system with just a touch

of the finger.

Productive

Safe
Quiet

Ultrasonic Cleaning Systems



ReCESSED ULTRASONIC CLEANING
SYSTEMS INCLUDE:

e Sonix IV's MaxCav Engineering with
* PowerMass 60 Khz Transducers
* Acousti-Pulse Generators
* WaveSweep Technology

e 2/10 Year Warranty

e Factory installed mounting flange

e Stainless Steel, hinged, sealed cover

@ Premium quality solenoid drain valve

® Manual shut-off valve

e Inline sediment trap/filter

- ® Full size remote operation unit
¢ Quick-Connect mating electrical connections

e "Touch-Pad" timer and drain controls

RecesseD (DEck MouNT) ULTRASONIC CLEANERS SPECIFICATIONS & CuT-OuT DIMENSIONS

OVERALL DIMENSIONS

MODEL LIQUID WITH MOUNTING FLANGE CUT-OUT DIMENSIONS
CAPACITY
Length Width Height X Y Z
SST117eRS 3.6 Quart 12 5/8 8 3/4 87/8 101/2 N/A 71/8
SS118eRS 5 Quart 12 5/8 8 3/4 111/4 101/2 N/A 71/8
SS101eRS 6.4 Quart 147/8 93/8 111/4 127/8 N/A 7 3/4
SST03eRS 10.8 Quart 147/8 121/2 111/4 13 N/A 111/4
SS130eRS 13.8 Quart 147/8 121/2 125/8 13 N/A 111/4
SS140eRS 14.4 Quart 147/8 151/8 111/4 13 N/A 141/2
SS102eRS 9.2 Quart 231/8 93/8 111/4 213/8 N/A 75/8
SST104eRS 22 Quart 231/8 151/8 12 5/8 213/8 N/A 141/2
SS105eRS 31.2 Quart 231/8 151/8 125/8 21 3/8 N/A 141/2
CONTROL UNIT 11 33/4 51/2 10 5/8 45/8 N/A
{X) Horizontal | {Y} Vertical (Z) Depth
Dimension (left | Dimension {top | Dimension
to right] to bottom] {Front fo back)

Ultrasonic Cleaning Systems

www.sonixiv.com e-mail sales @ sonixiv.com
17622 Metzler Lane, Huntington Beach, CA 92647
Tel 714.842.7622 Fax 714.843.1867




istiller Model 9000™

Tuttnauer

Your Sterilization & Infection Control Partners




Steam Distiller Model 9000™

Distillation Effectively Removes Contaminants - Contemporary Euro-Style - 1 Year Limited Warranty -Parts
such as Bacteria, Particles, Dissolved Solids  Design. & Labor.
and VOCs. - Manual Fill -No Water « 120VAC/60Hz 750W

Hookups. international 230VAC/60Hz

« Automatic Shut-Off. 750W.

- Post Carbon Treatment System.  * Distillate Capacity -1 Gallon
(3.791) in 4.5 Hours. Will

- Stainless Steel Condenser -Not ,
Provide Up to 5 Gallons

Aluminum. ,
‘ (18.93L) in 24 Hours.

- External Heating Element for

Long Life. Optional Accessories
- Fan-Delayed Start for Improved and Supplies

Efficiency. - Kleenwise™ Boiler Descaler
» UL Listed #28KL. - Post Carbon Filter Cartridges
* EST #46050JPO1. - Extra 1 Gallon Collector/
- USA Patent Pending. Storage Bottles

Operational maintenance and replacement
requirements are essential for the products

The Tuttnauer 9000™ Distiller can save you money when compared to to perform as advertised.
the high cost of bottled water purchases, the cost and inconvenience
of lugging cumbersome bottles and the down time of staff needed to
travel outside the office.

A Cost Comparison with Bottled Water

f Cost per Gallon | $0.89 $0.25 o s0e4 |

i

*Based on comparison shopping. ““Based on the U.S. Department of Energy national electrical cost averages.

7000 Series Large Capacity Distillers
Model 7000* (3.5 gal System)

Model 7000-8* (8 gal System)
Model 7000-12* (12 gal System)

The Tuttnauer 9000™ Features a
Removable Boiler for Easy Fill &
a Unique Recessed Heating Base
to Reduce Scale Buildup

Technical Specifications for

1 Width 11" (28cm) Countertop 3.5 gal. 30Ibs.(13.5kgs) Model 9000
Depth 17" (43cm) Floor Model 8 gal. 37Ibs.(16.5kgs) Space Saving Dimensions:
3.5 gal. 17" (43cm) : W@thi 95 (24.13cm)
Height | 8 gal. 36" (91cm) Floor Model 12 gal. 441bs.(20.0kgs) + Height: 15" (38.10cm)
12 qal. 42" (107cm) * Depth: 16" (40.64cm)

- Distiller Net Weight: 10ibs (4.54 kg)

“Series 7000 is directly connected to the water supply for continuous operation.
Reservoir is designed for front or side mounting of spout. Photo shown with front mounting.

Tuttnauer USA Co., Ltd. 25 Power Drive Hauppauge, NY, 11788

Tel: (800) 624 5836, (631) 737 4850, Fax: (631) 737 0720 TUttnauer

- : Dty . . www.iutin .
E-mail: info@tuttnauerUSA.com, w.tutinauerUSA.com Your Sterilization & Infection Control Partners



Ray Foster Lab Master
Model Trimmers

ay Foster Lab Master
Model Trimmers are
constructed from heavy
gauge cast aluminum
with stainless steel and
solid brass fittings. The
machines are finished,
inside and out, with a
high gloss white epoxy
coating that offers dura-
bility, corrosion resist-
ance, and a very attrac-
tive finish. Resiliently
mounted and precision
balanced for smooth,
quiet operation, they are
design to assure years of
service free performance
under the most demand-
ing laboratory use.
The Ray Foster Model
Trimmer — the original
"swinging door” trimmer
e Ten o e ~ —is the benchmark by
Cataylog: MT12 , e o : . ~ which every other model
12" Model Trimmer e S trimmer is measured.

Additional features include: www.fosterdental.com

MT12 Specifications

1/2 HP motor, with 1.25 service factor
producing .625 HP actual power

Heavy-duty, capacitor start
ball bearing motor
12" diameter, 1/4" thick grinding wheel Adjustable work table
5-1/4" wide, 5" high cutting surface
17" high, 17" wide, 16" deep
115 voit, 60 hz standard
230 volt, 50/60 hz optional for export | Hinged door secured by single knob

Net weight 41 Ibs, Optional automatic water valve
shipping weight 49 Ibs

Full radius water spray

Reversible grinding wheel

Motor is UL recognized
and CSA certified for electrical safety

Manufactured in the USA

1 Commercial Drive, Huntington Beach, CA 92649 (800) 654-4519 FAX (714) 898-6013




WWW.HANDLERMFG

236 FH-2 FUME HOOD
_FUME HOBDS WiTH Y
CONTACT US FOR A QUOTATION. ” c"

Handler has designed a NEW hood to remove fumes and odors from laboratory processmg Itis
designed with a powerful 600 CFM suction unit to remove all types of odors.The fume hoad is built
to be placed directly onto a studded wall, and the exhaust ducted into a suitable location outside your
building. It's 18" deep by 42" wide by 39" high size makes it convenient to install in most laborator!es

The fume hood is constructed of heavy gauge sheet metal and finished in a warm grey bakede coating.
It is available in other colors at an additional charge. The fume hood is available with a stmnger 320
CFM exhaust at an additional charge.

Shipping Wat.: 160 lbs [45.4kg]
Unit Dimensions: 18" deep x 42" wide x 39" high [46cm x 107cm x 99cm]. A/

236 FH-2 FUME HOOD "/
NEW 800 CFM FUME HOOD. Handler NEW 236 FH-2 is now available with a 600 c(rr* ;k,apacrty

o

2315 SINK ’
bturdy epoxy sink with goose nefk lab muxmg atrcets Sigeus i :
16" wide x 12" depth x 8" deep [40.6cm x 30cm x 20cm]. LN

Cut-out size: 18 1/4" wide x 16 1/4" deep [46cm x 41cm]. 231F CHROME 231HF
Shipping Wgt.: 7 Ibs [3.2 Kg] A chrome plated Mechanical Hands-Free
Unit Dimensions: gooseneck mixing faucet. ek plate water activator.

16" wide x 12" depth x 8" deep [53cm x 39cm x 20cm] 9 /4" high x 8" between
™ centers with 1/2" I.PS. nut

coupling connection.

ueatile, aked finish.

Each compartment of this plaster bin is built to hoid 25 Ibs [ 1.3 Kg] of stone or
plaster. Special design prevents gypsums from pushing out from lower access
door when plaster bin is being filled.

Available in Stainless Steel for an additional cost (Part No. 81C-SS)
Shipping Wagt.: 29 Ibs [10.4 Kg] , v
Unit Dimensions: 21" wide x 10" deep x 18" high [53cm x 25¢m x 46¢m]

275WALL CABINET
A double sliding door cabinet built to be mounted on the wall. Cabinet manufactured of heavy
gauge sheet steel with adjustable single interior shelf. Finished in a durable, baked coating,

NOTE: Additional shelves available at additional costs.
Shipping Wat.: 100 Ibs [45.4 Kg]
Unit Dimensions: 36" wide x 10" deep x 30" high [91cm x 25¢cm x 76cm] with glide-rite doors

A v:ns LEVER BLOW'GUN




Vacuum Mixing and Investing

Combination Unit and Vacuum Power Mixer Plus

Combination Unit —

Dual Speed

The COMBINATION UNIT is equipped with two
drive shafts which rotate at different speeds.
The faster speed (1,725 RPM) reduces mixing
time required for small quantities

(90 gram or less) of investment. The slower
speed (425 RPM) is for all mixing purposes,
with or without vacuum.

Vacuum Power Mixer Plus —
Single Speed

The VACUUM POWER MIXER PLUS provides
a single drive speed of 425 RPM. This slow
speed is ideal for mixing quantities from

5 gram to 1,000 gram of plaster, stone,

die material, investment and alginate.

Ortho Vacuum Power

Mixer Plus
Includes the HANDY-HOLDER BOWL SUPPORT,
875 mL VAC-U-MIXER (#6615), plastic tubing

s
,

Combination Unit (complete) c € Vacuum Power Mixer Plus c E and connections
(complete) Features:
* Vacuum-invest inlays, crowns and bridges e

Item No. Description Technical Specifications: with the VAC-U-SPAT. Your patterns are %
COMBINATION UNIT (Complete) VOTAGE . 115V/6OHz  230V/50Hz smooth and bubble-free s
08265 Complete with 200 mL AMPM ' 4A SGT oA R ¢ Convenient built-in Vibrator Arm enables o

Vac-U-Spat and Accessories 5 ; user to vibrate mix with or without vacuum y 3

and 500 mL Vac-U-Mixers DIMENSIONS 228 om (8") Wide . -

(115V/60Hz) i 68.6 om (27 High * Both units are easily installed on wall oy
18082 Complete with 200 mL ; 20.3 cm (8) Deep with the mounting board (included). A Ly

VAC-U-SPAT and Accessories - #6380 Bench Stand is also available for

GHT 12.2 kg (27 Ibs.

and 500 mL VAC-U-MIXER hiccald 2 kg (27 lbs) bench-top mounting

(230V/50Hz) DRIVE MOTOR 14 HP
COMBINATION UNIT (Without Accessories)  ROTARY VANE  68.6 cm (27") at sea level
08303 Includes Plastic Tubing and Deduct 1" (2.54 em) for sach

Connections (115V/60Hz) 1,000.feet (300 meters)
18120 Includes Plastic Tubing and elevation

Connections (230V/50Hz)
VACUUM POWER MIXER PLUS (Complete)
2918t Complete with 500 mL and 300 mL Vac-U-Mixers and

2-1/4 ft. Plastic Tubing and Connections (115V/60Hz)
29866 Complete with 500 mL and 300 mL Vac-U-Mixers and

2-1/4 ft. Plastic Tubing and Connections (230V/50Hz)
VACUUM POWER MIXER PLUS (Without Accessories)

20238 includes Plastic Tubing and Connections (115V/60Hz)
29890 includes Plastic Tubing and Connections (230V/50Hz)
ORTHO VACUUM POWER MIXER PLUS
28262 Complete with Handy-Holder Bow! Support and :
875 mL Vac-U-Mixer { UL
28920 Complete with Handy-Holder Bow! Support and > 5
875 mL Vac-U-Mixer (230V/50Hz) LISTER  Ortho Vacuum Power Mixer Plus

5%
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1. Optical system

Measuring principle:

Light source:

Wave lengths:

Light detectors:

Service life of
the light source:

Automatic
compensation:

Measuring range:

. Temperature

. Time of preparation
for a new parameter

. Accuracy of input
. Electronics
Microprocessors:

Storage capacity
(in KBytes)

Control of the process:

December 21, 2001

Technical data and specifications

Measuring the reflectance with the aid of an Ulbricht sphere using a
reference beam for compensation.

Light-emitting diodes (LEDs)
567 nm

642 nm

851 nm

Photodiodes (2)

Over 50,000 measurements

For the zero point and changes in current frequency

2.5% to 90% diffuse reflectance

37.0°C+0.1°C

All parameter-specific data are encoded in the magnetic strip on the

reverse side of the reagent strip.

The system either performs automatically or does not require the usual
setting procedures needed in photometric practice, such as zero point,
method, factor, standard concentration, kinetic times, measuring
temperatures, volumes aspirated, incubation times, etc.

The records received are checked for plausibility.

6 {or 7 including printer)

Master Controller
EPROM 128 48
EEPROM 16 .5
RAM 32 18

Display messages guide the user through the operation.

6.15



Display:

Clock:

6. Accuracy

7. Precision

8. Linearity

8. Required operating
environment

10. Transport conditions

11. Data interfaces

12. Power supply

Main:

13. Fuses

14. Power consumption

6.16

Over 50 function controls ensure the working safety of the instru-
ment.

alphanumeric display; 2 tines with 24 characters each; L.C display

battery-buffered real-time clock

+ 0.5% of the reflectance with respect to the mean for the instru-
ments delivered.

< 0.2% of the reflectance
0.05% deviation

Temperature: +15°C to +34°C
Rel. humidity: max. 95%

Temperature: 20 °C to +55 °C when packed
Rel. humidity: 5% to 95% when packed

1 RS 232 C serial interface, DB-25 socket
1 keyboard interface, 5-pin DIN socket

110-230 vV AC
(= 10%)
Frequency: 47 Hz to 63 Hz

25A

max. 40 watt
< 10 watt (permanent Cperation)

December 21, 2001



15. Weight

16. Dimensions

17. Language versions

18. Servicing

December 21, 2001

approx. 5.3 kg
approx. 300 x 350 x 210 mm

The user can choose among 8 different languages, which can be set
by means of the input keys. An additional language is possible.
The service engineer can test all méjor functions with a keyboard.

Reflotron® Plus makes this work easier by means of service
messages.

The modular design and the possibility of replacing individual
components considerably shorten repair times.

The manufacturer reserves the right to modify the system.

6.17
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See Diabetes Care from

/

. ®

| a Whole New Perspective

| N

% ‘.. The new DCA Vantage Optimal Diabetes Care

. Afalyzeris- the-tlinically = HbA1c and A:C Ratio testing results in just six and

- proven, clinically relevant seven minutes, respectively

% point-of-care diabetes ¢ Increases patient comfort by requiring a smaller whole

%/‘ system that delivers blood sampie (1 pL) for HbA1c

% enhanced HbA1c and = Provides HbA1c patient trend graph

% Albumin testing results, = Online GFR calculator provides a tool for kidney

% including A:C Ratio. disease staging

?% The system is simple improved Clinical Confidence

. enough to use in your = Based on the robust technology highlighted in over
office lab, and yet 100 clinical articles
powerful enough to e Proven to provide accurate and precise lab-quality results
deliver lab-quality = Three out of four physicians who perform HbA1c testing in
performance at point-of- the office use the DCA Platform
care coordinated sites. = Barcode patient data entry to reduce transcription errors
it’s the flexibility, ease,
and precision you've Enhanced Productivity
been locking for—in ¢ Onboard printed results; eliminates transcription errors
every setting. and saves time

o Automatically uploads results to a LIS/HIS
» Largest memory stores up to 4000 records; easily
downloaded and transferred to a PC

Proven Simplicity
» Add sample to test cartridge, load, and walk away
= No sample or reagent preparation
s Color touch screen display; easier menu navigation,
data entry, and recall
« Minimal maintenance required with automatic reminders

HbA1C?

Albumin

Creatinine

Albumin to Creatinine
{A:C) Ratio

*NGSP Certified

CA Vantage™ Analyzer

Siemens Medical Solutions Diagnostics medical




Ouarview

ntage Analyzer Syster

fications

S

System Description

Point-of-care immunoassay analyzer

Quantitative Tests

DCA Hemoglobin Alc {whole biood): Range: 2.5% to 14%
DCA Microalbumin/Creatinine {urine): Single test reports alf
three results for: Albumin: 5 to 300 mg/L; Creatinine: 15 to

500 mg/dL (1.3 to 44.2 mmol/L); Albumin-te-Creatinine Ratio:

1 to 2000 mglg (0.11 to 226 mg/mmol)

Test Format

Seff-contained immunoassay cartridges

Test Measurement

Automatic, optical transmission

Test Method

HbA1c and Albumin—monocional antibody
agglutination reaction
Creatinine—Benedict Behre chemical reaction

Time to Test Results

HbA1c—6 min, A:C Ratio—7 min

General

Dimensions 9.0 (h) x 11.5 {(w) x 10.5 (d) in
25.4 (h) x 28.7 (w) x 27.7 {(d) cm

Weight 3.88 kg (9.0 Ibs)

Power Requirements

100 to 240 VAC; 50/60 Hz

Line Leakage Current

<0.3 mA in normal condition
<0.5 mA in single fault condition

Maximum Power input

70 VA; 30 watts

Ambient Operating Temperature

18°C to 30°C (64°F to 86°F)—Albumin
15°C to 32°C {(61°F to 88°F)—HbA1lc

Operating Humidity 10 to 90%, relative humidity

Safety ULICUL with CB Scheme, CSA-C22.2, EN60601,
IEC60601, UL60601

EMC Emissions/immunity FCC 47—Part 15 (Class B), EN60601-1-2 {Class B)

Test Handling

Sample Volume DCA HbA1c—1 uL whole blood;

DCA Microalbumin/Creatinine—40 yL urine

Sample Preparation

No pretreatment; no pipetting required

Sample ID/Operator ID Entry

Optional; via touch screen or barcode reader

Catibration

Calibration

Lot-specific calibration card provides automatic calibration
with every cartridge

Cnboard Computer

Storage Capacity/Memory 4000 patient and/or control records
Display Color touch screen with 1/4 VGA resolution
Data Export Via USB flash drive to PC

Quatity ControliCompliance

Flexible QC Scheduling None, Automatic Reminders or Required

QC Testing Optional fockout if schedule not followed or QC fails
User/Operator Access Restricted, if desired

Matching Lab Resuits/

Reference Method Adjustable correlation to reference methods
Reference Ranges User-definable reference ranges available for HbA1c

Computer/Peripheral Interfaces

Serial Port

RS232, bi-directional, ASTM

Ethernet Connection

10/100 Mbit, bi-directional, ASTM

USB Port

Standard USB 2.0

External Barcode Reader (optional)

Serial (3 pin}

Onboard Printer

54 mm (2 in) width, thermalliabel stock

External Printer

Supports standard PCL printer interface via USB port

Optimal Care.
Confidence.
Productivity.

Simplicity.

DCA Vantage Analyzer vs.
Lab HPLC Method, HbATc Result

§
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DCA Yantage Analyzer vs.
DCA 20007+, HbATC Result
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BCA 2008

Product availability may vary from country to
country and is subject to varying regulatory
requirements. Please contact your focal
representative for availability.




Light Specifications
Itlumination at 24" (60.9 cm)
focal length: 6,200 fc (66,700 hux)

Illumination at 36" (91.4 cm)
focal length: 4,000 fc (43,000 lux)

Pattern diameter: 8" {20.3 em)
Depth of field: 35" (88.9 cm)

Color temperature: 4,200K
Diameter of lighthead: 17" (43.2 cm)
Bulb: One 100-watt halogen lamp

Electrical

120 VAC, 60 Hz, 1.5 AMPS
220/230/246 YAC, 50/60 Hz,
0.7AMPS

Classified by Underwriters
Laborateries Inc. with respect to
electric shock, fire, and mechanical
hazards only in accordance with
UL 2601-1 and CAN/CSA C22.2,
Ne. 601.1.

Models
355-028 Single mount,

9' (2.7 m) ceiling
355-034 Dual mount,

9' (2.7 m) ceiling
355-025 Single mount,

8' (2.4 m) ceiling
355-031 Dual mount,

8' (2.4 m) ceiling
355-022 Mobile Minor Surgery Light
355-024 CE Marked Mobile

Minor Surgery Light
355-027 CE Marked single

mount, 8' (2.4 m) ceiling
355-030 CE Marked single

mount, 9' (2.7 m) ceiling

355-033 CE Marked dual mount,
8' (2.4 m) ceiling

355-036 CE Marked dual mount,
9' (2.7 m) ceiling

Less than 8' (2.4 m)

8 @4mto? (27 m)
9 (2.7 m)to 10' (3 m)
Greater than 10' (3 m)

To convert an existi

Miper Surgers Light

Lighting

S PECIFICATTIONS

Ritter 354 Minor Surgery
Spotlight Specifications
Tilumination at 24" {60.9 cm)

focal length: 10,000 fc (107,600 lux)

fllumination at 36" {91.4 cm)
focal length: 4,000 fc (43,000 lux)
Maximum pattern diameter at

36" 291.4 cmg foeal length:
10" (25.4 em,

Minimum pattern diameter at
36" (91.4 cm) focal length:
3" (7.6 cm)

Color temperature: 4,200K
Diameter of lighthead: 5" (12.7 em)

Bulb: One 21 VAC, 150-watt
halogen lamp

Lighthead pivot: 180°

Vertical axis pivot: 570°

Electrical

120 VAC, 60 Hz, 1.5 AMPS
Classified by Underwriters
Laboratories Inc. with respect to
electric shock, fire, and mechanical
hazards only in accordance with

UL 2601-1 and CAN/CSA C22.2,
No. 601.1.

Models
354-028 Single mount,

9' (2.7 m) ceiling
354-034 Dual mount,

9' (2.7 m) ceiling
354-025 Single mount,

g ?5.4 m) ceiling
354-031 Dual mount,

8' (2.4 m) ceiling
354-022 Mobile light
354-040 Combination 354/355,

9" (2.7 m) ceiling

354-037 Combination 354/355,
8' (2.4 m) ceiling

must be ordered in addition to a second 8' (24 m) or 9' (2.7 m} system.

94286001 Conversion kit w/cover

Ritter 152 Exam Light
Specifications

Lamp head

Size: 4.5" (11.4 cm) diameter x
4.0" (10.2 cm) length

Bulb: 35-watt, 2,000-hour life
MR16 type quartz halogen bulb
with glass cover, low vo?fage

{12 VAC) filament

Hlumination at 24" (60.9 cm}
focal length: 1,500 fe

Color temperature: 3,000K

Flex arm

Dimensions:
0.585" (1.5 cm) diameter
22" (55.8 cm) length

Neck material: High carbon steel
Neck covering: Heavy duty vinyl

Color

Pebble Grey with Shadow Grey
accent

Base tube: 36" long (91.4 cm)

Tube material: Painted Pebble
Grey steel tube

Outer tube size: 1.0" (2.5 em)
Standard base
Construction: ABS plastic

Size: 13" (33 em) diameter
2.25" (5.7 cm) thick
Weight: 12 Ibs. (5.4 kg)

Electrical
120 VAC, 50/60 Hz, 0.22 AMPS
ETL Listed to UL 2601

ETL Certified to CAN/CSA
€22.2#601.1

Accessory
9A274001 Caster base

Models
152-001 Halogen Lamp

Ritter 355 Minor Surgery

o it ii@‘v«;@
Mobile Light é
8' (2.4 m) Single or Dual Light

9' (2.7 m) Single or Dual Light

Mobile Light

single light system to a dual system, the following kit

b o0 cardyy
£ g 3y
9

Ritter

by MiDMARIK

Ritter 151 Exam Light
Specifications

Lamp head

Bulb: 25-watt standard incandescent

Housing construction:
Polycarbonate

Socket: Candelabra Base
Switch: Heavy-duty on/off

Shade dimensions:
6.6" (16.8 cm) diameter

5.25" (13.3 cm) length

Flex arm

Dimensions:
0.585" (1.5 cm) diameter

22" (55.8 cm) length
Neck material: High carbon steel
Neck covering: Heavy duty vinyl

Color

Pebble Grey with
hadow Grey accent

Base tube: 36" long {91.4 cm)

Tube material: Painted Pebble Grey
steel tube

Outer tube size: 1.0" (2.5 em)

Standard base

Construction: ABS plastic

Size: 13" (33 cm) diameter
2.25" (5.7 cm) thick

Weight: 12 Ibs. (5.4 kg

Electrieal

120 VAC, 50/60 Hz, 0.22 AMPS

ETL Listed to UL 2601

ETL Certified to CAN/CSA

C22.2#601.1

Accessory

9A274001 Caster base

Models
151-001 Incandescent Lamp

Midmark is an ISO 13485 and
ISO 9601 Certified Company.
For more information

or a demonstration, contact

your Ritter dealer or

Midmark Corporation,

Versailles, Ohio 45380.

Call: 1-800-MIDMARK

Fax: 1-800-365-8631
midmark.com

D BMidmark Corporation 2000
Products subject ts improvement changes withomt notice.
Lithe in US.A, 067022500 Rev. E1 {12/08)



Specifications Safety Standards
Patient Load Rating: UL 80601-1 and CAN/CSA C22.2
450 1b. {204 kg} No. 601.1-M80
Height:
Minirum 19" (48.3 cm) Opticns
Maximum 40° {(101.6 cm) .
- ) Premium Upholstery Top:
Seat T’", Angle Range: Seamless design
G0y Uitra-P Uph e

) ) . ra-Premium Uphaolstery Top:
gf‘t‘;“ait‘ppc’“ Angle Range: Stitched, plush design

. Programmability: Four positions

g?;’; ggﬁppcn Angle Range: that you customize to your needs
Upholstery Width Dimensions: Electrical Outlets: Duplex,

Headrest: 12° (30.5 cm) hospital grade (on each side)

Back support: 24"-26" (61-66 cm)
Seat: 28" (71.1 cm}
Foot support: 18" (45.7 cm)

Patient Support Surface Length:
Flat position: 72" {182.9 cm}
Flat position with headrest
extended: 83" (210.8 cm)

Paper Roll Hoider:

Holds 18" x 3.5" paper roll
(45.7 x 8.9 cm)

Stirrups are standard

Rotation: Allows 350° of table
rotation and adds 3.5" to the
minimum and maximum seat
height specifications

Heated Upholstery: Provides
a warm and inviting fes! to the
patient support surface:

Accessories
* Foot control - disc style
24" wide foot support

Electrical Ratings 18" wide headrest

118 VAC, 10 Amps, 50/60 Hz
{for standard models)

115/230 VAC, 7.5/3.8 Amps, 50/60 Hz
{for rotation modeis) == Articulating armboard

Adijustable arm system
{right and left side arms included)

Adjustable arm receptacie

115 VAC, 7 Amps, 50/60 Hz Hand surgery armboard

{for heated top models} Fixed armboard

?19 ;’GV’:%EE?;C% Outiet Rating: Knee crutches - articulating
» S AMPS and fixed

43

Midmark is an IS0 13486 and IS0 9001 Certified Company
For more information or a demonstration, contact your Midmark
dealer or Call: 1-800-MIDMARK Fax: 1-800-365-8631

Qutside the U.S.A. Call: 1-837-526-3662 Fax: 1-937-526-8302
or visit our website at midmark.com

© 2004 Midmark Corporation

60 Vista Drive P.O. Box 286 Versaiies, Ohio 45380-0286
Products subject to improvement changes without notice
Litho in US.A. 007-0398-00 Rev.D1 {8/08)

W ivor Sy Tk

Casters:

Caster base
Restraint straps

Side panel restraints
Base rails

instrument tray

iV pole

Urology drain system

Welch Allyre light bracket
{Fits 48700 fight)

Special procedures headrest

Facial pad

Vision block screen

3' power cord

+ - Not availabie on rotation
modeis

=~ Not compatible with 24" wide
foot support

Cr Blue

Silver Sage

Ultra-Premium Solid
Uphoistery Colors

Uttra-Pacific Blue

Uttra-Sky

Ultra-Spruce

Ure-Caryon

Ultra-Arctic

Ultra-Olivine

Ultra-Raven Wing

MIDMARIC




Features

Multi-Density Foam Top Design

Powder-coated paint finish

18-guage steel shell

Seamless polystyrene drawers

Ball-bearing drawer glides

500 Ib. weight capacity

Steel Reinforced Seat to support

patient in seated position

(prevents seat deflection and

future breakage).

Comfort designed stirrups help
make the lithotomy position &
listle easier for your patienis.

Ritter 204

SPECIFICAT

Ritter 204 Manual Examination Table

Specifications

Height with upholstery:
Soft Touch RF Top -
32.13" (81.6 cm)
Seamless Top -
33.13" (84.2 em)

Patient Load Rating: 500 Ib.
(226.8 kg)

Electrical receptacle
(115 VAC 5 AMPS Max.)
Duplex, hospital grade,
electrical receptacle on
left side

Soft Touch upholstery top:
28.5" W x 56.25" L
(72.4 x 142.9 cm)

Paper Roll Holder -
Holds 21" x 4.75" Paper
Roll (53.3 cm x 12 em)

Length with footrest
extended: 73.75"
(187.3 cm)

Seamless upholstery top:
28.5" W x 59.5" L
(724 x 151.1 em)

Paper Roll Holder -
Holds 21" x 3.5" Paper
Roll (53.3 cm x 8.9 cm)

Length with footrest
extended: 76" (193 cm)

Options

Soft Touch or seamless
upholstery top

Pelvic tilt
(1.5 degrees or 7 degrees)

Drawer heater (45 watt)

Accessories

Knee crutches

Procto rest

Welch Allyn® light bracket
Urology pan

Stainless steel pan

Electrical
115 VAC, 50/60 Hz, 5.0
AMPS (with receptacle)

115 VAC, 50/60 Hz, 5.5
AMPS (with drawer heater)

UL 60601-1 and Can/CSA
601.1-M90 Standard for
Safety

CE Mark

I O NS

é;fg\vm QZDQM T&Q\ t

Soft Touch Upholstery Top -
A lfow cost aption, the Soft Touch
upholstery top gives a soft and
functional alternative for your
practice.

Colors

Seven Ritter upholstery
colors: Navy, Dusty Blue, Moss,
Clay, Pebble Grey, Shadow, and
Perfect Plum

ce

Midmark is an 1SO 9001
Certified Company.

For more information

or a demonstration, contact
your Ritter or Midmark
Dealer, or contact Midmark
Corporation, Versailles, Ohio.
Call: 1-800-MIDMARK
Fax: 1-800-365-8631
midmark.com

§ithe in US.A, 007-0560-00 Rev. C1 (8/08)



2009-08-03 21.22:57 (GMT) S.Ervin 786 513-0482 From. Steven Ervin

“ To.Emma OWATC Page 9 of 12

B O EMERS ;’*v‘; ;

IMAGING
ilink imaging,LLC. - 285 North Street - Teterbaro, NJ 07608 | 800-456-7¢




2009-08-03 21:22:57 (GMT) S.Ervin 786 513-0482 From. Steven Ervin

EL EVATING FOUR |

Fsm.a,, H;&N?Cﬁi SPECIFICATIONS

rmmsz

3 Tata% Eeragtn
v o
- TUBE STAND:

- Total length of ﬁmr mount
o Maximumwidh
Mt

] musucxv

- mumon

~ Operation

72 inches
45 inches
90 inches

75 inches

Manual -

Tt

 ELEVATING Spply ~ f10VCAsnglephese
35 inches

Frequency | 0Kz

Maxmumcurent 12Amps
 Input power | va’
Buysugy we
Motorfortable | - 4ve

Length 80 inches
Tabiemp surface complefely smooth

Disance fomtzbleoplofim 3 ches

Longitudinal movement 17 inches

Lamémmerswinm »» m 4 5 mches
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The Kopax Point-of-Care CR 140 System is ideal for computed radiography examinations in
busy clinics and specialty practices such as chiropractors, podiatrists, and orthopaedists. itis
also recommended for satellite locations, and rernote sites such as military field installations.

i

Durable, compact, and lightweight, this system enables all imaging functions to be performed
at the point of patient care with one affordable package that includes the singie-plate CR
reader, Kopax flexible phosphor screens, advanced image management software, and a PC-

basad review station,

The Kobak Point-of-Care CR 140 System is part of a modular solution that

can be configured to meet most clinical applications. its Kopak Quality Control
Scanner interface lets you set up the system to capture high-quality x-ray
images of any body part with minimal steps for scanning, processing, and
image quality assurance. All imaging parameters are optimized, resulting
in digital images that can be enhanced, enlarged, duplicated, and sent to, 7
any location in seconds as a DICOM 3.0 file with no loss of resolution. -
Images also can be printed or archived locally on CDs or DVDs. ‘

5 7?”;’3 . Yy

ounied on an optional wheeled Z-cart or placed on a tabletop, the
Kopak Point-of-Care CR 140 System can be used in virtually any ‘
location. With the Z-cart, this system can be rolled into any situation - :
where nearly instant digital images are needed.

fsTet

Py il H ATE S
Deployed by military forces worldwide, the field-proven Kooak Point-
of-Care CR 140 System is ideal for remote locations. its durable design
can withstand rough handling, temperature and humidity extremes, and
stresses of nature such as wind, sand, and moisture. Even in the most

demanding conditions, this portable system is easy to set up and operate.




TE Emma OWATC Page 120f 12

Throughput

+ Up to 41 cassettes per hour

Time to First image
~ 63 seconds

Grayscale Resolution
= Acguisition: 12 bits per oixel

« Display: 12 bits per pixe!

Dimensions (HxWx D)

. 134 x290x 258 in. (340 x 73.5x 65.5cm)

Weight
- 99 ibs (45 kg)

System Configurations
= Desktop

= Z-cart (mobile cart)

«~ Distributed CR

Software

« Integrated acquisition and PACS functionality

including: image analysis, archiving, and
seamless remote image communications,
buiit on scalable, user-friendly DICOM 3.0
software platform

. Bone mineral densitometry (BMD OsteoGram™

sofiware and cassette with template)

Computer Workstation

Minimum Requirements
- Penrium 4 2.4 GHz or higher, 1 GB memory,
USB 2.0 port, Winpows 2000" or WinDows
XP Professional” operating system (smali

form factor chassis reguired for Z-cart)

Health Grovp

EASTMAN KODAK COMPANY
343 State Sirest

Rochester, NY 14650

2008-08-03 21:22:57 (GMT)

Power Requirements
- Single-phase 50/60 Hz, 200 VA, 100-240
VAC {+/- 10%), 2A, UPS required

Regulatory Approvals
- FDA (USA), CE {EU}, SDA (China),
and others available or pending in most

major markets

Safety Standards
- EN 60601-1, 60825-1, 6060112

Environmental
Operating Conditions

+ Operating conditions: 10-40°C, 90% at 35°C

Storage: -15-60°C

Casselte Size
High Resolution
Size: Pixe! Matrix.

. 8x10in. (20x 25¢cm) - 2216 x 2628
-~ 10 % 12in. (25 x 30 cm)
= 14 x 14 in. (35 x 35 cm)
= 14 x17in. (35 x 43 cm)

= 2916 x 2916
» 2120 x 2548

KODAK CANADA INC.
3500 Eglinten Avenue Yyest
Toronte. Ontans MOM IV2
CANADA

Gutside the U.S. or Canada, pleass
contact your tocal Kodak company.

Kodakie & tadeamrs of Faztman Kodak Lompany, All e wadenmArks Je te proparty of hair respaciive haiders.

Nil3b! MentedmiJSa. W08 B ot Kotlek Compares, 2006 CAT 1o, 10/ 391

» 2092 x 2508

S.Ervin 786 513-0492 From: Steven Ervin

Sampling Density:
~ 8.4 pix/mm

= 7.0 pix/mm
« 70 pix/mm
= 5.0 pix/mm

Learn more about the Kopak
Point-of-Care CR 140 System
and Kodak’s other products for
enhanced CR performance.
Call 1-877-865-6325, ext. 227,
or visit

. www.kodak.com/gosr
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Pogmsan

Product info : -8TAT 1
Lab-accurate without the wait.

This revolutionary, hancheld analyzer provides reliable test results in
just minutes, using as littie as two drops of bicod and a test

cartridge.

The i-STAT® 1 handheid system performs a comprehensive pane! of
critical tests. Utilizing seff-contained test cartridges, aiong with the
Precision PCx™ and PCx Plus™ glucose test sirips, the i-STAT 1
system deiivers lab-accurate testing for Blood Gases, Electrolytes,
Chemistries, Coagulation, Hematology, Glucose, and Cardiac
Markers {cTni}.

» OVERVIEW

+ ANALYZERS
+« CARTRIDGES
* BY MARKET

it is portable, reliable, and includes these important features:

o National Laboraiory Fees
w Distributor Information

@ Value Assignment Sheets
@ CDS Kay Generator

# international

o Easy To Use
Cartridges are seff-contained and the system is simple to
learn and operaie

W,

e Lab-Accurate Resuits
Advanced biosensor technology and real time quality
assurance provides extremely accurate testing

e Small Sample Size
Just a few drops of biood per cartridge

e Ready When You Need it
Test results in as fittle as two minutes

Home | Product Info | News | Employment | Support | Contact Privacy Policy | Terme of Use

v sl o

htteJhwrwrw ahbhattnointofeare com/fistat/www/nraducts/analvzers. him Ti23/2009
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Section 15 - Specifications

PARAMETER CHARACTERISTICS
Primary Powsr Requirements ‘
Model 7-900-100 100V= 10% 50/60 Hz 09 A
7-900-115 115V= 10% 50/60 Hz 08 A
Model 7-900-220 230V 10% 50/60 Hz 0.5 A
Mode! 7-900-230 230-240V= 10% 50/60 Fz 0.5 A
Dimension and Weight
Depth: 4 inches (102 mm)
Widdy: 8.78 inches (222 mm)
Height: 7.5 inches (190 mam)
Weight: 6 pounds (2.7 kg)
Functional Characteristics
[Mode | Max Power ax Volage | Rated Load | Repedition Frequency
Sersing (Waems) | (VpP) (Ohms) (KHz)
Hl 35 8000 1000 244
10 20 3000 300 32.3
Bl 35 3000 500 32.3
Power Ascuracy 32 Rated Load
LO and BL: OwIOW:G:uuromeWalc%ofmﬁng
wtomm'mnmmﬁns:lo%ofmg .
HI: Greater of } W or 109 of sering

NOTE: Instrumentation
smldbemtdforaﬁbndon.uweuuduckiag.

mnmbegmemoughmwudmunﬁmmmmzh,mcchem

RF Frequency: 450 X3z =50KHz (open circuit)
Ourput Wave Shape! Clipped, damped sinusoidal
Line Reguiation: = §% at ot max. power for s +/- 10% line voleage
Duty Cyele: Ineermicent: 30 sec. on, 30 sec. off
Audio: Adjusesble from >45 dbato 265 dbs at 1 meter
> Seeings: )
Low Ourpur Terminal
0-10 range: 0.1 wait increments
10-20 rangs: 1 wart ingrements
Bipoiar & Fiigh Output Terminals
$:35 range: 1 wals increments
60 Hz Leakage: $0 microamps mas. third wire of tine cord open
Mains Power Cord 18 AWG/3 108°C 300V / EC-320-C13 connecton,
10 &, (3m)
Environmental
Operatng Temperarurs Range: +10 degrees 1o +40 degress C
Relative Humidizy: 10% 1o 95% non-condensing
Storage Reswictions: 40 degrees o +70 degress €, 95% humidiey N.C.
Appeovals: UL 544, Medical and Deneal Equipmens, E68077
EN 606011 / [EC 60601-1
Prosection: BE Defibeillator, Class 1

Spedﬁnﬁmmmmmmmm.




Ritter M11 Specifications

Overall length w/plug: 93.8" (60.5 em)
Overall width: 17.8" (45.2 cmi}

Overall height w/printer: 17.8" (45.2 cm)
Minimum Countertop area:

178" x 210" (452 x 533 em)

Chamber:

11" diameter (28 em)

18" depth (45.7 em)

6.5 gal. usable volume (246 liters)

Trays:

Two large = 9" W x 15" Lx Li"D
(229 em x 38 cm X 2.9 cm)

Two small - 6.6" Wx 15" L x "D
(168 cmx 38 cm X 29 om)

Unit weights 99 1bs. (44.9 kg)

Shipping weight: 131 Ibs. (394 kg)

Water reservoir capacity:

14 gal. (53 liters)

Electrical Requirements

115 VAC, 50/60 Hz, 15 Amps

Single Phase

115 VAC has 1425 watt tubular

immersion heater

UL61010A-1, UL61010A-2-041

CAN/CSA €22.2 No. 1010

CAN/CSA €22.2 No. 1010.2-041-96

Meets the requirements of ASME Boiler
and Pressure Vessel Code

A separate {dedicated) circuit is
recommended for this sterilizer

Optional Accessories

9A259001 - impact Dot Matrix Printer
GA225001 - Sterilizer Deep Tray
9A226001 - Sterilizer Pouch Rack
9A307001 - Cool Hand Tool

(Tray & Cassette Removal Tool)
9A260001 - External Condensing Tank

Impact Dot Deep Tray Pouch Rack
Matrix Printer M9: 13.25" £,x 7.25" W x 2.5"H 12"Lx45"Wx3"H
75" Lx 44" Wx 225" H M1 16" Lx8.15" Wx 3.25"H Separates pouches for

Prints cyce information

Accommodates larger
instruments

JROTO TR

Ritter M11, M9, M7
SPECIFICATIONS

Ritter M9 Specifications

Overall length w/plug: 20.4" (51.8 cm)
Overall width: 15.3" (38.9 cm)

Overall height w/printer: 15.8" 40.1 cm)
Minimum Countertop area:

153" x 179" (389 emx 454 cm)

Chamber:

9" diameter (22.9 cm)

15" depth {38.1 cm)

3.5 gal. usable volume (13.4 liters)

Trays:
Two large - 73" Wx 12"Lx 8D
(18.6 cm x 30.5 em x 2.2 cm)

Two small - 5.6" Wx 12" L x 8D
(143 cm x 30.5 em x 2.2 em)

Unit weight: 73 Ibs. (33.1 kg)

Shipping weight: 81 Ibs. (36.7 kg)

Water reservoir capacity:

1.1 gal. (4.1 liters)

Electrical Requirements

115 VAC, 50/60 Hz, 15 Amps

Single Phase

115 VAC has 1425 watt tubular

immersion heater

UL61010A-1, UL61010A-2-041

CAN/CSA €22.2 No. 1010

CAN/CSA €222 No. 1010.2-041-96

Meets the requirements of ASME Boiler
and Pressure Vessel Code

A separate (dedicated) circuit is
recommended for this steritizer

Optional Accessories

9A259001 - Impact Dot Matrix Printer
9A224001 - Sterilizer Decp Tray
GA226001 - Sterilizer Pouch Rack
9A307001 - Cool Hand Tool

(Tray & Cassette Removal Tool)
9A260001 - External Condensing Tank

and drying

proper steam penetration

Ritter M7 Specifications

Overall length: 19" (48.3 cm)
Overall width: 14" (35.6 cm)
Overall beight: 13" (83 cm)
Countertop area:

Minimum depth 165" 419 cm)

Chamber:

75" diameter {(19.1 em)

15" depth (38.1 cm)

2.4 gal. usable volume (9.0 liters)

Trays:
Two large - 12" L x 562" W x.88"D
(305 x 14.3 x 2.2 cm)

One small - 12" Lx 412" Wx 88" D
(30.5 x 10.5 x 2.2 cm)

Unit weight: 30 Ibs. (13.6 kg)
Shipping weight: 34 Ibs. (17.7 kg
Water reservoir capacity:

1.31 gal. (49 liters)

Flecirical Requirements

115 VAC, 60 Hz, 10 Amps
Single Phase

115 VAC has 1136 wati tubular

isnmersion heater

230V, 50H, 5 Amps
Single Phase

UL61010A-1, UL61010A-2-041
CAN/CSA C22.2 No. 1010
CAN/CSA €222 No. 1010.2-041-96
Installation

Use on laminate, stainless steel or stone
surfaces. Allow 2.0" (5.08 cm) on sides
and rear and 12" (30.5 cm) above, to
allow space to fill the reservoir and for
cooling proccsscd trays.

External

Condensing Tank
8" Lx8" Wx1325"H
Collects the dispersed sieam
during venting

Ritter M9D and M11D
AutoClaver Sterilizers

The Ritter 9D and MI1D

AgoClive Autornaie Sterilizers.
an economical opion o the 59
and 311 LlraClaves, offer casy,
offective si ion. Ope buzgon

siearts the ovele @

S, manualdfy

aient e lnor within 30 minules
of completion to aciivae the dry
cvele, This
difference braween the MO and
3311 and their fully automatic

wire slop is e andy

‘.."}Li!h'{'i;y‘}(?!’f.\:.

Ritter M7 SpeedClave®
Self-Contained Sterilizer

The speady 47 is the prafoct

choiee for anyone lovking for an
cetive, puanaa] seclizer.ab an

subly fowe prie. Fe steridines

botls wrapped aned wrerapped

inctrummenis, linen greky anit

glasaware. From @ onled siert,

el fnsirunenls teddie ondy

LErdie

o fing hot, iy just
G minutes! The M7 the “worklorse
e}j'slbe'iiimm, i an inresiment that

will fasi.ond last,

Midmark is an ISO 13485
and 1SO 9001 Certified
Company.

For more information

or a demonstration, contact
your Ritter or Midmark
Dealer, or contact Midmark
Corporation, Versatiles, Ohio.
Cali: 1-800-MIDMARK
Fax: 1-800-365-8631

midmark.com

@ Miidmack Corporation 2603
Products subject to nprovement eharnges without notiee.
Lithe in USA. 807037900 Rew D {6708}



i-STAT - Abbott Point-of-Care | Products | Analyzers Page 1 of 1

lL.ab-accurate without the wail.

This revolutionary, handheld analyzer provides reliable test resulis in
just minutes, using as little as two drops of biood and a test
cartridge.

The i-STAT® 1 handheld system performs a comprehensive panel of

critical tests. Utilizing self-contained test cartridges, along with the . OVERVIEW ®
Precision PCx™ and PCx Plus™ glucose test strips, the i-STAT 1 )
system delivers lab-accurate testing for Blood Gases, Electrolytes, * ANALYZERS
Chenmistries, Coagulation, Hematology, Glucose, and Cardiac # CARTRIDGES
» BY MARKEY

Markers (cTni).

it is portable, reliable, and includes these important features:

# National Laboratory Fees
= Distributor Information

2 Value Assignment Sheets
@ CDS Key Generator

@ infernational

e Easy To Use
Cartridges are self-contained and the system is simple to
learn and operate

e Lab-Accurate Results
Advanced biosensor technology and real time quality
assurance provides extremely accurate testing

e Small Sample Size
Just a few drops of blcod per cartridge

o Ready When You Need It
Test results in as little as two minutes

B

Home | Product info | News | Emplovment | Support | Contact Privacy Policy | Terms of Use

Copyright @ 1897 2008, Abhott Laboratories. Abbett Park, lilinols, US A Ry ) )
Abbett Point of Care inc. | 104 Windsor Center Drive | East Windsor, NJ 08520 e R
LETAT and Pracision are registered trademarks of Abbolt Laboratories, ‘ ¢ I
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Loading, please wait..

Home Products Burdick Atria 3100

Products

Burdick Atria 3100

Burdick Atria 3100 12-Lead Resting ECG

The Atria 3100 ECG monitor is our standard electrocardiogram system for private practices (see the Burdick Atria 6100 for additional
features). It follows on the success of our earlier model, the Burdick Atria 3000. Our technology assures an accurate report and gives
ECG protoco! choices, helps eliminate transcription errors, and improves workflow.

Features

Stores 50 ECGs

Manual or automatic 3-, 4-, 6-, and 12-lead ECG printouts

Standard with wired Ethernet, wireless 802.11, and Bluetooth; complies with FAA requirements
Bi-directional communication with our HeartCentrix connectivity software

AccuPrint feature restricts ECG printing if lead wires are not properly attached

Option to use the University of Glasgow ECG interpretation algorithm

Warranty: 3-Year Parts and L.abor

Benefits

Ease of use. The standard keyboard, dedicated functions keys, and intuitive menu make the ECG machine easy to use.
Connectivity. Unlike its predecessor (the Atria 3000), the Atria 3100 comes with Ethernet connectivity as a standard eature. it's
compatible with wireless 802.11 and Bluetooth, complies with FAA requirements, and has bi-directional communication with our
HeartCentrix connectivity solution.

Convenience. The streamiined lightweight ECG unit fits into your office space and stores 50 ECGs.

Pediatric applications. The optional interpretation package lets you calculate interpretations down to a one-day-old infant.
Efficiency. The AccuPrint feature restricts ECG printing if lead wires are not properly attached, ensuring a clear printout and
eliminating retakes. Flexibility. The unit manually or automatically produces high-quality 3-, 4-, 8- and 12-lead ECG printouts.
Confidence. Opt for the Glasgow algorithm (GRI) to consider clinically significant criteria (gender, age, race, medication and
classification) to interpret patient data. (Ours improves on the basic GRI and provides brief and full interpretation statements.)
Longevity. This durable ECG machine is covered by an industry-leading warranty and service program for worry-free usage.

hitne /fararar cardiscenience comfeardinlnovenrndncte/hirdick-atris.3 100 htm 712812008
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DATA STORAGE: 50 records

NETWORK CONNECTION

Wired: 10/100 MBPS Ethernet via RJ45
802.11g (compatible with 802.11b networks), security options including WEP (64/128 bit), WPA / WPA2 (Personal

Wireless: and Enterprise, including AES), EAP-TLS, PEAP/MSCHAPv2, LEAP, RADIUS servers (including Microsoft IAS,

" Cisco ACS and Cisco Aironet 1200), roaming across WAPs of various configurations and support for mixed 802.11/

Ethernet networks.

POWER REQUIREMENTS

AC operation: 115/230 V AC +/-10%, 50/60 Hz at external power source

Battery operation: 14.4 V NiMH rechargeable battery pack

Battery duration: 300 pages continuous printing without communications enabled

PRINTOUT

Printout device: 216 mm thermal dot array

Paper dimensions: 8.5 in x 11 in (US letter) or 210 mm x 300 mm (A4)

Paper type: Thermal sensitive (Burdick Assurance or Heartline paper recommended)

Chart speeds: 12.5, 25, 50 mm/sec

Gain: 5, 10, 20 mm/mV chest or limb (may be spilit)

Printout formats:  3-, 4-, 6-, or 12-channel; additional rhythm formats

ACQUISITION
Meets IEC 60601-2-51

Lead selection: I I, i, aVR, aVL, aVF , V1, V2, V3, V4, V5, V6, VAR; supports Cabrera and alternate chest lead (chest lead
selection V2R thru VOR + V7,V8,V9)

Measurement

ﬁzrn:r:;g%bn Diagnosis, measurements and reason statements based on five demo graphic criteria

(optio:

Pacemaker display _

capability: Meets or exceeds ANSI/AAMI EC11-1891

Modes: Automatic, rhythm or manual

fgg“e"‘? Meets or exceeds ANSI/AAMI EC11-1991 standard

input impedance: Meets or exceeds ANSI/AAM! EC11-1991 standard

Electrode offset

tolerance: +-300 mvV

A/D Conversion: 8,000 samples/second, 2.5 yV LSB RTI

Avtifact filter

response: 40 Hz, -3db

Data storage

httnMfwwrw cardiacecience comicardioloov-nroducts/burdick-atria-3 100 htm TI29/2009



Burdick Atria 3100 12-lead Resting ECG by Cardiac Science Page 3 of 3

resolution: 500 samples/second, 2.5 yV LSB RTi
SAFETY: Leakage current: Patient <10 pA, chassis <100 pA; Defibriliation protection: to 5000 V, 360J

ANSHAAMI EC11-1991

UL 606011

CAN/CSA C22.2 no. 0-Me1

EN 60601
SAFETY CAN/CSA C22.2 no. 601.181
STANDARDS: EN 60601-1-2:2001

CAN/CSA C22.2 no. 601.2.25, Amend. 1

EN 60601-2-51:2003

CAN/USA C22.2 no. 601.1-MS0

EN 60601-1-4:2000

DISPLAY: Backiit 2 x 40 character LCD
KEYBOARD: Full alphanumeric keypad pius designated quick keys
ENVIRONMENTAL
Operating o o o o
temperature: 50°F to 104°F (10°C to 40°C)
hol?:]g:t'yng relative 20% to 90%, non-condensing
Operating
atmospheric 1060 hPa to 700 hPa (-500 ft to 10,000 ft reference to sea level)
pressure:
Storage o o o o
temperature: -4°F to 115°F (-20°C to 45°C)
lati .
Ett'omr?‘ﬁteyre V€ 10% to 90%, non-condensing
Storage
atmospheric 1060 hPa to 180 hPa (-500 ft to 40,000 ft reference to sea level)
pressure:
g')'f'ﬁ,")‘_s'o"‘s (HX5 5 in x 13.125 in x 15.0 in (140 cm x 334 cm x 381 cm)
WEIGHT: 11 Ib (5 kg) (including external power supply)

WARRANTY: 3 years with return of warranty card

©2009 Cardiac Science Corporation. All rights reserved.

httn/fumarwr cardiacecience com/eardinlnov.nradncte/irdick-atria- 1100 htm TI29/2008



Ritter M7 SpeedClave® Self-Contained Steam Sterilizer Page 1 of |

Register | Login
s > Medicst Products » I P ing » Ritter M7 SpeedClave® Self-Contained Steam Sterilizer

Ritter M7 SpeedClave® Self-Contained Steam Sterilizer

Specifications

Overall length: 18" (48.3 cmy)

Overall width: 14" (35.6 cmy)

Overall height: 13" (33 cmy)

Countertop area: Minimum depth 16.5" (41.8 cm)

Chamber:

7.5" diameter (19.1 cm)

16" depth (38.1 em)

2.4 gal. usable volume (8.0 lilers)

Trays:

Two large - 12" L x 5.62" Wx 88"D (30.5x 143x 2.2
omy)

One small - 12" L. x 412" Wx .88"D (30.5x 10.5x 2.2
cm)

Unit weight: 30 bs. (13.6 kg)
Shipping weight: 34 Ibs. (17.7 kg)
Water reservoir capacity: 1.31 gal. (4.9 liters)

Electrical Regulirements:
Click images balow for altsmate views 115 VAC, 60 Mz, 10 Amps Single Phase
115 VAC has 1136 walf tubular immersion heater
230V, 50H, § Amps Single Phase
UL81010A-1, ULB1010A-2-041
CAN/CSA C22.2 No. 1010
CAN/CSA C22.2 No. 1016.2-041-86

installation:

Use this M7 aufoclave on laminate, stainless steel or
stone surfaces. Allow 2.0" (5.08 cm) on sides and rear
and 127 (30 & nm) ahove o allow snace to fill the

IO VN QU JUE LA 1Y T ULTDOTU U a éa.
All content @ Midmark Corp. 1999- 2009 | Privacy Policy | Site Map | Webmaster | Contact Us | :-800-MIDMARK 1-800-643-6275 Because we re, ™

whieti D=1 A& iHierarchviDN=1864 FI2GI7009

httrffarany midmeark com/Pacee/Pradnct aenyPiP



INTRODUCTION

The DCA 2000° System
consists of:
e DCA 2000°+ Analyzer

e DCA 2000° Reagent Cartridges, Capillary
Holders and Calibration Card

e DCA 2000° Controls
e Optical Test Cartridge

INTENDED USE

The DCA 2000°+ Analyzer quantitatively
measures:

o the percent concentration of Hemoglobin Aj¢
in blood

e the concentrations of Microalbumin and
Creatinine in urine

FEATURES

e easily calibrated using the bar code card
provided with each reagent kit

stores calibrations for up to two lots of reagent

e stores up to 16 test results
e stores up to 16 control results

¢ can be connected to a computer and/or printer

SPECIFICATIONS

Power Required:

Instrument Model No. 5031C: 100-240 VAC,
@ 0.4 amps
50/60 Hz

Dimensions/Weight:

Depth 27.2 cm (10.7 in) without power line cord
Width 24.1 cm (9.5 in)

Height 23.9 cm (9.4 in)

Weight 5 kg (11 1bs)

Ambient Operating Temperature:
32°C
15'CX (15-32°C)—Hemoglobin Aj
30°C
mJ (18-30°C)—Microalbumin/Creatinine

Relative Humidity Range:
10% - 90% RH (non-condensing)

Revised 7/04

NOTE: If an instrument I/O port is utilized, the
cable used should be 100% shielded to guard
against EMI and RFI. There should be continuity
between the cable shield and connector shell that
mates with the instrument.

Instrument Safety Design

The instument is for professional, in vitro
diagnostic use and must be used in the manner
specified in the Operating Manual in order to provide
the safety and standard performance standards
specified. The instrument will operate safely in the
conditions listed below; however, results will only
be correct for the system specifications listed above:
¢ indoors

s 5°-40°C (41°- 104°F)

e installation category II (IEC 1010.1)

s safety tested to comply to IEC 1010.1

HAZARDS

To alert you to potential electrical or operational
hazards, warning and caution statements are
provided where applicable. To ensure your safety,
comply with all warning and caution statements.

SAFETY STANDARDS

Underwriters’ Laboratories, Inc. (UL) and the
Canadian Standards Association (CSA) as certified
and complies with the safety standards specified in
UL 3101 and CSA-C22.2, No. 1010.1.

The instrument meets the provisions of the IVD
Directive 98/79/EC (Oct./1998), which includes
the EMC Directive 89/336 Amendment
92/31/EEC, and the Low Voltage Safety Directive
73/23/EEC.

WARRANTY INFORMATION

Contact your Authorized Bayer Representative for
complete warranty information.




Steam Distiller Model 9000™

Distillation Effectively Removes Contaminants - Contemporary Euro-Style

such as Bacteria, Particles, Dissolved Solids  Design.
and VOCs. « Manual Fill -No Water
Hookups.

« Automatic Shut-Off.

Aluminum.
Long Life.

Efficiency.
« UL Listed #28KL.
» EST #46050)P0O1.
« USA Patent Pending.

The Tuttnauer 9000™ Distiller can save you money when compared to
the high cost of bottled water purchases, the cost and inconvenience
of lugging cumbersome bottles and the down time of staff needed to
travel outside the office.

A Cost Comparison with Bottled Water

. Cost per Gallon $0.89 $0.25 $0.64

“Based on comparison shopping. ““Based on the US. Department of Energy national electrical cost averages.

e

7000 Series Large Capacity Distillers '\
Model 7000 (3.5 gal system) |<4-S~D |

Model 7000-8" (8 gal System) [ ~7 ¢ 5o
Model 7000-12° (12 gal System)

Width 11" (28cm) Countertop 3.5 gal. 30ibs.(13.5kgs)

Depth 17" (43cm) Floor Model 8 gal. 37ibs.(16.5kgs)
3.5 gal. 17" (43cm)

Height 8 gal. 36" (91cm) Floor Model 12 gal. 44lbs.(20.0kgs)
12 gal. 42" (107cm)

“Series 7000 is directly connected to the water supply for continuous operation.
Resesvoir is designed for front or side mounting of spout. Photo shown with front mounting.

- Stainless Steel Condenser -Not

« External Heating Element for

* 1 Year Limited Warranty -Parts
& Labor.

« 120VAC/60Hz 750W
international 230VAC/60Hz
750W.

« Post Carbon Treatment System.  ° Distillate Capacity -1 Gallon

(3.79L) in 4.5 Hours. Wil
Provide Up to 5 Gallons
(18.93L) in 24 Hours.

Optional Accessories

+ Fan-Delayed Start for Improved  and Supplies

- Kleenwise™ Boiler Descaler

- Post Carbon Filter Cartridges

- Extra 1 Gallon Collector/
Storage Bottles

Operational maintenance and replacement
requirements are essential for the products
to perform as advertised.

The Tuttnauer 9000™ Features a
Removable Boiler for Easy Fill &
a Unique Recessed Heating Base
to Reduce Scale Buildup

Space Saving Dimensions:

« Width: 9.5"(24.13cm)

* Height: 15" (38.10cm)

» Depth: 16" (40.64cm)

« Distifler Net Weight: 10ibs (4.54 kg)

Tuttnauer USA Co., Ltd. 25 Power Drive Hauppauge, NY, 11788
Tel: (800) 624 5836, (631) 737 4850, Fax: (631) 737 0720
E-mail: info@tutinauerUSA.com, www.tutinaverUSA.com

Vour Stesilization & Infection Control Pastrers



. Steam Distiller Model 9000™

our Sterilization & Infection Control Partners




Unico Model C-MH30 is made of formed metal and
has a baked paint application that is acid and reagent
resistant. A safety switch built into the handle assembly
disconnects the power to the motor whenever the latch

is lifted. The hematocrit tray is made of plastic

composite material backed by an aluminum shell for
durability and lighter weight. The brushed motor is
mounted on rubber mounts to provide quieter running

and less vibration.

Features:

Twenty-four (24) place rotor with replaceable
rubber ring and screw down metal lid.
Nominal speed is 12,000 RPM

Dependable mechanical 15-minute timer with
bell signal at end of run

Air-cooled, brush type AC motor

All metal housing for years of dependable use
Safety switch in latch shuts off motor when lid
is lifted

Electric motor braking

Indicator light tells when unit is in use

Size 11.6inx 103 inx 9.3 in (295 mm x 261 mm x 235 mm)
Shipping Size 127inx 12.7inx 12.2 in (323 mm x 323 mm x 311 mm)
Weight 17.4 1bs (7.9 kg)

Shipping Weight 19.4 1bs (8.8 kg)

Limited Warranty One year

United Products & Instruments, Inc. 182 Ridge Road, Suite E, Dayton, New Jersey, 08810, USA
Tel: 1-800-588-9776 Fax: 732-274-1151 E-mail: sales@unicosci.com Website: http://www unicosci.com




% Indicates 2 Frequently Orderad Product

Wall Mounted Instruments
Wall Unit 33

DESCRIPTION:

¢ 300 mmHg swivel-type (110° arc) clinical sphygmomanometer for wall mounting.

« Meets the American National Standard ANSI/AAMI SP-10 for accuracy and performance.

» Available with Latex or Non-Latex components.

» Extruded aluminum alloy manometer housing with diecast zinc top and base.

= 3 convenient cuff storage options available: large basket, small basket or stainless stesl wall clip.
» Calibrated” V-Lok® Inflation System with 8 feet of Extendex® Tubing.

e Mylar® Clad Calibrated Glass Cartridge Tube.

Wall Unit 33 with Basket

Instrument Finish: Neutral White textured baked enamel! {standard)

Optional instrument Colors: Silvertone, Bright White, Pastel Blue, Pastel Rose and Pastel Green

Cuff Color: Medium Blue (standard) Optional Cuff Colors: Dark Brown, Dark Green, Gray, Scarlet and Tan (Adult Size Only)
Basket Color: Neutral White (standard) Optional Basket Colors: Chrome and Bright White

instrument Dimensions: 14 34" Lx 2 2" W x 3" H Instrument Weight: 2.25 lbs.
Packaged Dimensions: 17" Lx 7" Wx 4" H Packaged Weight: (w/small basket) 4.20 Ibs.
WALL UNIT 33 WITH BASKET ORDERING INFORMATION:
Cat. No. Non-Latex Cuff Size inflation System Holder
0850 OBSOML. Aduilt Calibrated® V-Lok® Wall Basket (Nylon Coated Steel)
0851 SBEINL Child/Smali Aduit Calibrated® V-Lok® Wall Basket (Nylon Coated Steel)
0852 (BEENL infant Calibrated® V-Lok® Wall Basket (Nylon Coated Steel)
0853 DBBENL Newborn Calibrated® V-Lok® Wall Basket (Nylon Coated Steel)
0854 GaEARL Thigh Calibrated® V-Lok® Wall Basket (Nylon Coated Steel)
0855 DBEENL Large Arm Calibrated® V-Lok® Wall Basket (Nylon Coated Steel)
0833 OB3BNL None (with 8 fi. Extendex® Tubing Only). No Wall Basket.

% 0870 DRYOML, Wall Unit 33 w/Large Wall Basket (#2422} and three complete Calibrated® V-Lok Infation

Systems (Aduit, Child/Small Adult and Large Arm) all packed in a single carton.

2420 Wall Basket (Nylon Coated Steel) 61" W x 7" H x 3%" D
2422 Large Wall Basket (Nylon Coated Steel} 9% “W x 7” H x 3%” D

CALIBRATED® V-LOK" INFLATION SYSTEM

Accurate: The Calibrated® V-Lok® system clearly indicates whether or not the correct size cuff is being used.
The center of the bladder is clearly marked on the inner and outer surfaces of the cuff for correct application on
either the right or left limb.

Comfortable: Cuffs conform to the shape of the limb and have no hard, stiff edges.

Durable: Baum cuffs are made of tightly woven, heat set Dacron™ polyester fabric. They are double stitched at
critical points for long wear and treated with an effective anti-microbial agent.

Non-Latex: Available for those who are hypersensitive to natural rubber latex.

Guaranteed: Latex and Nor-Latax inflation bags, bulbs and tubing are guaranteed for five years.

MYLAR® CLAD CALIBRATED GLASS CARTRIDGE TUBE
Safe: Several layers of clear Mylar® film have been applied to strengthen the tube and maintain its structural
integrity even if the glass is broken.

Effective: Large bore tube (5 mm) prevents separation of mercury and is 25% larger than required by Federal
Specifications.

Durable: Cartridge tube end faces are flame-glazed to prevent chipping; ceramic graduation marks are fused to
the glass for permanence. The entire tube is carefully annealed to eliminate both longitudinal and ring strain.
uaranteed Free replacemen of the cartndge tube |f it is ever broken.

Wall Umt 33 with Wall Clip

Instrument Finish: Neutral White textured baked enamel {standard)

Optional Instrument Colors: Silvertone, Bright White, Pastel Biue, Pastel Rose and Pastel Green

Cuff Color: Medium Biue (standard} Optional Guff Colors: Dark Brown, Dark Green, Gray, Scarlet and Tan (Adu nze Onlyi

Wall Clip Finish: Stainless Steel
instrument Dimensions: 14 %" Lx2 %" Wx 3" H Instrument Weight: 2.25 lbs.
Packaged Dimensions: 16" Lx 4%" Wx 4% H Packaged Weight: 3.45 lbs.
WALL UNIT 33 WITH WALL CLIP ORDERING INFORMATION:
Cat. No. HMon-Latex Cuff Size Inflation System Holder
0820 (B2ONL Aduit Calibrated® V-Lok® Wall Clip (Stainiess Steel)
0821 ORRTNL Child/Small Adult Calibrated® V-Lok® Walt Clip (Stainiess Steel)
0822 OBRENL infant Calibrated® V-Lok® Wall Clip (Stainiess Steel)
0823 DBEBNL Newborn Calibrated® V-Lok® Wall Clip (Stainiess Steel)
0824 OB24ML Thigh Calibrated® V-Lok® Wait Clip (Stainless Steel)
0825 DBRENL. Large Arm Calibrated® V-Lok® Wail Clip (Stainless Stesl)
( 0833 DEATNE. None (with 8 ft Extendex® Tubing Only). No Wall Clip
\ 0820 2421 Wall Clip (Stainless Steel)

. Ine.




MI 24 & MI 26

Four frequency, four level reflex capabilities

Ipsi and contra reflex testing
Graphical reflex display
Immediate gradient pass/fail results

Internal printer and backlit LCD screen

MI 24 has an optional 1 kHz high frequency
probe tone

Ml 26 provides screening air conduction
audiometry

MAICO DIAGNOSTICS

F625 Golden Triangle Drive, Eden Praivie, MN 55344

=

phone 852-841-4200 - toll froe 888-841-4201 - fax 952-803-4200
MAICO

www.malco-diagnostics.com




Top performance and speed

You demand performance and speed from your
tympanometer. Maico provides test repeatability
and reliability to meet your most stringent
requirements. Resuits are immediately available
on the LCD screen and can be printed automatically
on our guiet, fast thermal printer.

Comprehensive testing

The Mi 24 and Ml 26 perform automatic impedance
tests along with multi-frequency, multi-level
reflex screening. Both instruments offer graphical
refiex display and gradient calculations as well
as the option for contralateral reflex testing with
either a button phone or TDH 38 headphones. in
addition, the Ml 24 has a 1 kHz high frequency
probe tone option which is ideal for providing
reliable results when testing newborns and young
children.

Additional testing opportunities

Is office space an issue? With the Ml 26 you can
bring complete air conduction audiometric testing
and tympanometry to your office in one compact
instrument. Out-of-office testing is made easier,
too, when carrying only one lightweight instrument
in our optional soft-side shoulder bag.

ONE YEAR LIMITED WARRANTY: This warranty is
extended to the original purchaser of the instrument,
by Maico, through the Distributor from whom it was
purchased. The warranty covers defects in material
and workmanship for a period of one year from date
of delivery of the instrument to the original purchaser.
Accessories which are purchased from Maico at the
same time as the instrument are warranted for one
year from the date of purchase. For additional
information contact your Maico Distributor.

Ml 24/ME 28 7/04

Technical Data

Tympanometry Mode

Probe Frequency ..228 Hz +/-1%

High Probe Freg. ..1 kHz

Probe Intensity ....85 dB SPL into a 2cc
cavity, AGC controlied

Pressure Range . .. .+200 to -400 daPa

Volume Range ....0.1t0 6.0 mi

Accuracy ......... +-5% or 10 daPa,
whichever is greater

TestTime ......... Less than 3 seconds
typical

Compliance Ranges .0.2 mi to 3.0 mi
(5706-14)

Reflex Mode

IPSI Freguencies . . .500, 1000, 2000,
4000 Hz +/-2%

IPSI intensities . ...70-105 dB HL

{100 dB HL max. at
4000 Hz), on/off ratio
greater than 70 dB,
riseffall time 10 msec.

typical
CONTRA
Frequencies ....500, 1000, 2000,
4000 Hz +/- 2%
CONTRA
Intensities ...... 70-110 dB HL (105
dB HL max. at 4000 Hz)
Pressure ......... Automatically set
to peak value on
tympanogram
NOTE: ........... Contralateral reflexes
are optional
Specifications subject

0 change without motice.

MAICO DIAGNOSTICS
7628 Golden Triangle Drive, Eden Prairie, MN 55344
phone $82-841-4200 » toll free 888-941-4201 - fax $82-003-4200

www.maleo-diagnostics.com

Display

LCD type graphical display shows graph of
tympanogram, peak pressure, canal volume,
gradient, reflex, graph and conclusion.

Dimensions ....... B "Wx4"Hx13"D
38.fem W x 10.2cm H
x33cm D
Weight ........... 10 Ib/4.5 kg
Voltage .......... 100-240 volts AC,
Standard Accessories
Part Number Part
6613 ........ 24-piece eartip set
5532 ........ thermal paper
570G-14 ..... probe
Optional Additions

Part Number Part
1035-3002 . . . .soft-side carrying case
1156-2051 . . . .high probe frequency

4796 ........ contra button phone
and cable
4682 ........ contra TDH 39 phone
and cable
4695 ........ Audiocup headset
Additional Data for the
M 26 Pure Tone Screener

Frequency Range ...125 Hz to 8000 Hz
Hearing
Level Range ..
Frequency
Accuracy Range . .+/-1% of indicated
frequency

.~10 to 90 dB HL

Additional Standard Accessories
Part Number Part
4687 ........ TDH 39 headset
2189 ........ patient response switch

i 28

92567 Tympanomestry
92568 Acoustic reflex
92551 Screening, pure fone
92552 Threshold, air

MAICO
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From:

Rug 04 2008 10:54AM (QBC DIRBGNOSTICS INC

STAR Hematology Ana

Parameters
Hct, Hgb, MCHC, WBC, Pit, Gran #,Gran %,
Lymph/Mono #, Lymph/Mono %

0870372009 22:47 #329 P.002/002

8143422448

01

Operating Ranges Precision *
Parameter Range Mean Value | Mean % C.V.
Hematocrit 15-65% 41.7 2.0%
Hemoglobin 5.0 - 20.0 g/dL 14.0 1.9%
Platelet Count 20-999x10°/L | 235 6.0%
WBC Count 1.6-999x10°/L | | 60 6.4%
Range Range S.D.
Granulocyte Count | 0.8-70.0x107L 38-79 3.2
Lymph/Mono Count | 0.8-99.9x 107L 21-63 3.2

“ The precision data represent the analysis of 10 whole blood specimens, each assayed i replicates of 10.

Electrical Specifications
Volitage
Frequency
Current
Power

General Specifications
Dimensions

Weight

Sample Volume
Display

Printout

Operating Environment
Non-Operating Temperature Reguirements

Operating Temperature Requirements

Humidity
Hoise
Altitude
Part Number

ssqu-‘ Diagnostics
innovative Sclutions for a

100-240 VAC +10%

47-63 Hz

less than 4 amperes

185 watts nominal; 285 watts peak 293 BTU @3 tests per hour

H16.3"x W16"x D16.3”
41.4cmx40.6cm x41.4cm)
30 Ibs.{13.6 kg)

70 pL

LCD Display

Resolution 160x160

58 mm thermai recorder paper

-2 °F 10 149 °F (-20 °C to 65 °C)

60.8 °F to 89.6 °F {16 °C to 32 °C) unrestricted

at 89.6 °F t0 98.6 °F (32 °C to 37 °C) use may be limited
by instrument temperature shutdown or some resuits
may be suppressed

10%-95% non-condensing

<70db@3ft

up to 6,562 f1. (2000 m)

429000
200 Shadylane Drive
Philipsburg, PA 16866
814-342-6205
www.gbcdlagnostics.com

Form Mo, 112 Rev.4
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oy Sehnebler Hlectsic

Back-UPS LS 500

Part Number: BPS00UC

Output
-Output Power Capacity 315 Watts / 500 VA
Max Configurable Power 315 Watts / 500 VA
‘Nominal Output Voltage 120V

Output Connections

(3) NEMA 5-15R (Surge Protection)

(4) NEMA 5-15R (Battery Backup)

Input

Nominal Input Voltage
‘Input Frequency

Input Connections

Cord Length

120V
50/60 Hz +/- 3 Hz (auto sensing)
NEMA 5-15P

6 feet (1.83 meters)

éinput voltage range for main 93 -130V

_operations

Batteries & Runtime




:Battery Type

Typical recharge time
‘Replacement Battery
‘RBC™ Quantity

%Typical Backup Time
‘at Half Load

%Typical Backup Time
‘at Full Load

‘Runtime Chart

Maintenance-free sealed Lead-Acid battery with suspended electrolyte :
leakproof

7 hour(s)

RBC2

1

12.5 minutes (157.5 Watts)

3.3 minutes (315 Watts)

Back-UPS LS

Communications & Management

Interface Port(s)

‘Control panel

%Audible Alarm

USB

LED status display with On Line : On Battery : Replace Battery and
Overload indicators

Alarm when on battery : distinctive low battery alarm : overload
continuous tone alarm

Surge Protection and Filtering

ESurge energy rating 420 Joules

:Filtering Full time multi-pole noise filtering : 5% IEEE surge let-through : zero
: clamping response time : meets UL 1449

Data Line Protection RJ-11 Modem/Fax/DSL protection (four wire dual line)
Physical

Maximum Height 9.40 inches (239 mm)

‘Maximum Width 5.00 inches (127 mm)

‘Maximum Depth 7.90 inches (201 mm}

‘Net Weight 15.80 lbs. (7.18 kg)

Shipping Weight 18.30 Ibs. (8.32 kg)

‘Shipping Height 11.40 inches (290 mm)

Shipping Width 8.40 inches (213 mm)

Shipping Depth 12.90 inches (328 mm)

Color

Charcoal




Environmental

?Operating Environment 32 -104 °F (0 - 40 °C)
‘Operating Relative Humidity 0%

?Operating Elevation 0-10000 feet (0-3000 meters)
‘Storage Temperature 5-113°F (-15-45°C)
Storage Relative Humidity 0%

‘Storage Elevation 0-50000 feet (0-15000 meters)

;Audible noise at | meter from45.00 dBA
surface of unit

Conformance
;%Regulatory Approvals CSA,FCC Part 15 Class B,FCC Part 68,UL 1778
‘Standard Warranty 3 years repair or replace

Equipment protection policy Lifetime : $150000

*Except where noted, all prices are Estimated Resale Price (ERP) - Without Tax/VAT. Pricing in other

locations and sites may vary.
**The time to recharge to 90% of full battery capacity following a discharge to shutdown using a load

rated for 1/2 the full load rating of the UPS.

Copyright © American Power Conversion Corp., all rights reserved



1-877-374-8835

Phone Finder
Shop By Brand
What's New?
Cordiess Phones

DECT 6.0 Phones
5.8GHz Phones
2.4GHz Phones
Mutli-Line Phones
Expandable Phones

. Extra Handsels .

Accessories
Batteries Bk
Headsets
Answaring Machines
Caller 1D
Booster Antennas

{ View All )

Corded Phones

Trienline

Single Line

2-Line Phones

4-Line Phones
{ View Al }

Specialty Phones

Wall Phones
Muiti~Line Phones
Designer Phones
Special Needs
Eco-Friendly Phones
Noveity Phones
Conference Phones
Top Business Phones
VoIP Phones
Security Cameras

{ View Alf )

Batteries

Clearance Center

i Verisign
¢ Sesured

veairys

at&'t Corded / Cordiess Muiti-Line Phones

Order Status ~ Shopping Cart &

" AT&T EP5962

One Year

(k E

Speakerphone

e B8 0 es e e

, 3-Way Conferencing
AT&T EP5962 includes:

| + CLICK FOR LARGER VIEW
i « 1 Corded Base

. & 1 Cordless Handset / Charger

6.8GHz Corded / Cordless Phons Combo
2-Line Operation

Caller 1D / Call Waiting

Expandable Up To 8 Handsets

Digital Answering System

Add Extended Warranty (Mora info)

Brand New

 $119.99

{0 $16.85 2 Years (¢ $19.95 3 Years & No Thanks

Reg. Price :$448:98

Additional Handsets Qty: 8 (optional: max 7) AT&T EP5962
ATRT EP590-2 One Year s Y
Brand New The AT&T EP§962 2-line 5.8 GHz DSS corded and
;ri’s':;unt Per. “g.g phone is @ s center.
R L e R Stocked with frequency hopping technology and 3 way
i Package Deal Price  $83.99 | conferencing, this system is a great addition to any
mare info hag\se oﬂ‘cal 3 Th:'bum—mda‘nnswm;nqmm:?lm sbl:ms l;p
Adg l 0 ,@ sopourpackage| | fo 25 minutes of recording and ¢ number caller
) ID directory heips you store your most important
Hsadsets Qty: © (optional: max 10) contacts.
With the intercom function, you can talk between the
{7y ATET 90896 base and handset. The EP5962 handset locator
Lo rand New
g Price $17.99 button will fead you to your misplaced phone in no
Lt Discount Par, -$10.00 time. Additional features include & selectable ringtones,
- Package Deal Price $7.99 headset jack and spare battery charger.
EP5962 Features:
Add l 0 ‘% oy your packsgs
e §.8GHz Corded / Cordless Phone Combo
« Digital FHSS Technology
gX-'I;C'I‘WO & 2-Line Operation
ran ew n7 i
Price $23.99 ® Caller iD/ Cafl Wakmg.
Discount Per, -$10.00 : 25 Minute m:il:ar‘:\:waﬂnu System
Package Deal Price $13.98 22 Naifboxas
m - Time and Day Stamp
Aggi0 to your package - Fuit Remota Operation
. - Memo / Conversation Recording
- Up To 89 Messagas Per Mallbox
KX-TCA93 » Handset Speakerphone
Brand New ® 3-Line Backiit LCD Display
Price $21.99 » Hiuminated Keypad
i Discount Per. -$10.00 | & 50 Station Name / Number Caller ID Memory
! Package Deal Price $11.99 | & 50 station Phione Directory / Diater
more info r_ﬂ @ 3-Way Conferencing
Add|0 7 wyour « 6 Selectable Ringtones
o package & Adjustable Ringer/ Volume Controt
Balteries Qty: 0 {optional: max 10) @ intercom
l » Csi Transfer
AT&T Batt-00249 ® Handset Locator / Paging
Brand New s 5 Number Redial
Price $21.98 @ Hold
Discount Per, -$5.00 » Mute
Package Deal Price $16.89 | 5 mash
e Low Baltery Indicator
Add E 5] % tovour patioage| | o Spore Battery Charger In Base
o @ 2.5mm Headset Jack
o Belt Clip - Included w/ Brand New Models

Additional Handsets For This Mode! Ars:
®

Additional Batterles For This Model Are:
8 ATST 00248

@ FREE Ground Shipping®
€ 3 Day Shipping

C 2Day Alr

© Next Day Air

N

Enjoy no payments.

- Tar 94 day it Pl Pwmj

Company Info | AboutUs { ContactUs | Our Guerantes | Manwfachurers | Feqgs | Privacy Policy | Return Policy




info@merchantwarehouse.com
merchantwarehouse.com

The Hypercom T7Plus is one of the most popular credit
card terminals ever made. The T7 Plus, with 1MB of RAM,
is both compact and highly advanced. Merchant
Warehouse offers the Hypercom T7Plus at the Guaranteed
Lowest Price anywhere.

The Hypercom T7 Plus is designed for merchants requiring a
small countertop POS terminal. The terminal delivers a set of
powerful features in an atiractive, compact design. The
Hypercom T7Plus is capable of accepting all magnetic stripe
cards and provides fast transaction authorizations.

© New $149.00

See more photos: 1]2]3 14

Prices are valid only with a Merchant Warehouse merchant
account. For non-merchant pricing, or to learm more about our
merchant accounts, please call 1-800-576-1879.

Highlights Specifications

o 1MB of RAM for more speed and transaction power

o Completely eliminates paper jams with revolutionary Surel.oad printer
e Prints receipts in half the time of previous generation printers

e Supports longer paper rolis for fewer paper changes

e T7 Plus offers low overall cost of ownership thanks to its high reliability

e Memory - 1MB

e Display - 2 lines x 20 characters test display, standard 4 lines x 20 characters (text display
optional); back-iit LCD

o Printer - SureLoad™: Clamshell design with drop-in paper loading, thermal technoiogy
e Paper roll - 57 mm wide, 80 mm diameter

e Keypad - 35 keys, water-resistant; 3 soft keys optional; Options: 59 keys with QWERTY
Keyboard

e Card Reader - Tracks 1 and 2 simultaneous; Options: Track 3
e Communications - LAN, RS422, RS232, R5485, 2 wire or 4 wire




e Auxiliary Poris - PIN Pad, R8422/RS485; Options: RS232

e Modem - 1200, 300 bps, V22, V21 synchronous (SDLC) & asynchronous; 2400bps, V.22BIS
optional

e Reliability - Key Life: 500,000 Keystrokes (Calculated); Card Reader: 400,000 Reads
(Calculated); Printer: 900,000 lines MCBF

e ESD Resistance - 12,000V

o Memory/Clock Back-up - Lithium Battery (5 years)

e Physical - H: 2.5in; W: 5.18 in; D: 10 in (301 mm); Weight:1.5 lbs
e Environmental Operating Temperature - 0°-45°C/32°-115°F

e Operating Humidity - 15% to 85%, non-condensing

e Power - AC 85-250V, 50/60 Hz; DC 24 V DC, 1A

| Copyright 2007 Merchant Warehouse. All Rights Reserved.

MerchantWarehouse.com is a registered service provider for the following FDIC-insured banks:

. BancorpSouth-Tupelo MS, US Bank-Minneapolis MN, JPMorganChase Bank -Hicksville NY, and HSBC Bank
USA-Buffalo NY American Express and Discover require separate approval.
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Brother® IntelliFAX® 2820

Laser Fax
item # 238288

Overall Customer Rating:
v 4outof5

to a friend

Your Price $179.99
each

Protect your investment

$32.99

$39.99

For warranty details, visit
officedepotservices.com, or download PDF
of terms and conditions.

Available online  Check local store
Sold in stores availability

See shipping and
availability detai

Description
Reliable fax machine sends up to 6 seconds per page!

Versatile machine can also make up to 15 copies per minute

QuickScan faxes into memory while the unit is busy sending or recelving another fax!
8MB fax memory can store up to 500 pages if you're out of paper.

includes a front-loading 250-sheet paper capacity, plus a 20-page auto document feeder.
Receive voice calls and incoming faxes on the same phone line!




Product details

ftem#

‘Manufacturer #

brand name
manufacturer

print technology .

fax transmission speed

PC faxmg capabmty

number of broadcast Iocatlons‘ ,
page memory

integrated answering system
integrated phone type

call waiting compatible
caller ID compatible

cost per page

delay send

automatic redial

maximum fax resoluti_on
polling

speed-dial code capacnty
number of one-touch buttons
TAD hookup

automatic phone/fax sw1tch

automatic document feeder capamty ‘

total paper tray capamty '
height

width

depth

warranty length

model

Better Together

Brother® intelliFAX® 2820 Laser Fax
item # 238288

$179.99 each
+

Brother® TN-350 Black Toner Cartridge
ltem # 970568
$65.99 each

 500pages

| stendard (corded)

. 238288 e

Iaser pnnter/fax ‘

_Bspp(144Kbps)

 yes
270

no

~ yes

yes
~ $0. 028 o
yes

_no
203x392 dp|
- yes

200 numbers ) |

20

yes
yes

20 sheets
250 sheets

M:_Li103mches f e

14.7 inches

14 7 mches

1-year limited

 IntelliFAX 2820

FAXee0



Buy both for:
$245.98

Compare & Save

You might also consider

Copyright © 2009 by Office Depot, Inc. All rights reserved. Prices shown are in U.S. Dollars.
Please login for country specific pricing. Prices are subject to change based on your order and
delivery location(s) and the applicable retail store location. All orders are subject to the Terms of Use.
The Tony Stewart©, Stewart-Haas Racing™ and #14™ are trademarks of Stewart-Haas Racing and

are used under license.
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Brother MFC 5490CN -
multifunction ( fax / copier /

Printer | scanner ) ( color)
tem # 999810

Overall Customer Rating:

g I 3outof§
1 of 2 (560%) customers would recom’mend this produbt
to a friend

Your Price $129.99
each

Protect your investment

$19.99

$23.99

For warranty details, visit
officedepotservices.com, or download PDF
of terms and conditions.

Delivery only
Special Order Policy

Description

Offering fast professional quality printing, faxing, copying and scanning the compact MFC-5480CN is
the perfect choice for the office. This versatile All-in-One printer offers time saving direct USB printing
and scanning features as well as network capability so you can share the machine amongst several
users.

Product detaiis



item #

Manufacturer #

manufacturer
image technology
copier type

fax type

printing
technology

monthly duty cycle
(max)

display

office machine
features

width

depth

‘height

weight
Jlocalization »
standard memory

max supported
memory

supported flash
memory ;
max copying
speed

max copying
resolution

gray scale half-
tones »
max document
enlargement

max document
‘reduction

‘maximum copres
copying features

nozzle
configuration

max printing
resolution
max prlntmg
speed

ink cartridge
configuration

ink palette
supported (colors}

color

minimum ink
droplet size

ink type
scan element

999810

‘S7282886
, ,Brotherlntematronal S
- fax/ copier/ prlnter/scanner

_ digital
‘plain paper

mk-jet color

4000 impressions

drive

1730

159|n
87|n o
20.7 bs

2 llnes X 16 characters -
prlnt from memory card save to | memory card prlnt from usb flash

united states

40mb

40 mb

up to 23 ppm (mono) / up to 20 ppm (color)

up to 1200 x 1200 dpi (mono) / up to 1200 x 1200 dpl (color)

256

400%

25%

20n1 4on1

“memory stick, compactflash, sd memory card, xd-picture card,
memory stick pro, usb flash drive, sdhc memory card

94 nozzles (black) 3x94 nozzles (cyan magenta yellow)

up to 35 ppm (mono) / up to 28 ppm (color)
4cartndges (1 each cyan magenta yellow biaok)

Cyan, Magenta Yellow Black

4-ink
1.5 pl

brother innobella

cis

up to 6000 X 1200 dpl (mono) / up to 6000 X 1200 dpr (color)



optical resolution
interpofated
resolution
gray scale depth
color depth

color depth
{(internal)

operating system
compatibility

max transmission

speed
data compression
system

fax resolutions
total memory
capacity
reception memory
capacity
transmission
memory capacity
pc faxing

error correction
mode (ecm)
one touch dialing
‘speed dialing
callerID
compatible

broadcast
transmission

delayed
transmission

remote fax
retrieval (polling)

digital camera use

max original size
original type
document feeder
capacity

min copy size
max copy size
min copy weight
max copy weight
supported media
type

borderless photo
sizes

standard media

up to 480 pages

~ Gstaton(s)
~ 100 station(s)

legal @5inx 14in)

. 1200x2400dpi

19200 x 19200 dpi
ot o
24 bit
48 bit

apple mac os x 10.2.4 or later, ms windows Xp pro‘fess‘ional X64
edition, ms windows vista, ms windows 2000 professional, ms

windows xp home edition, ms windows xp professional

33.6 kbps

mh, mr, mmr, jpeg

| 203x98dpi, 203x196.dpi, 203x392dpi

up to 960 pages

up to 480 pages

yes

yes

yes

156 stations

yes

yes
fax forwarding, activity report, transmit verification report, distinctive
ring pattern detection (drpd), automatic redialing, answering machine
interface, color faxing

legal (8.5 in x 14 in)

sheets, books

50 sheets
3.9inx58in

Gdgm2
220g/m2 _

transparencies, envelopes, piain paper, cards, photo paper, coated

Paper
letterasize (8.5inx11in), a4 (8.25inx11.7in), a6 (4.13in x 5.83
in), 4inx8in

150 sheets



capacity
output trays
capacity

document & media
handllng deta|ls

speed detalls

pc connection
availability

pc connectlon

‘network protocols

wattage

power
consumption
operational
power
consumption
standby
power
consumption
sleep
direct prmtmg
specifications

consumables
included

certified for
windows vista

epa energy star
compliant
warranty ,
service & support
details

sound emlsslon
min operatmg
temperature

max operating
temperature
humidity range
operating
Compare & Save

You might also consider

50 sheets

adf - 50 sheets - legal (8.5 in x 14 in) ® input tray - 150 sheets size:
a6 (4.13in x 5.83 in) - legal (8.5 in x 14 in) weight: 64 g/m2 - 220

~ g/m2 2 output tray - 50 sheets

copymg up to 23 ppm - biw? phntmg up t0 35 ppm . biw @

- copying : up to 20 ppm - color %_pﬂntmg up to 28 ppm - colohrﬁww

yes

hi-speed usb, ethemet 10 base-/100 base-tx, usbhost |

tcplip
ac 120 v ( 50/60hz )

29 watt

6 watt

4 watt

pictbridge

1 X cartridge ( black ) - up to 450 pages - brother innobella Ic61-bk

1 x cartridge ( cyan ) - up to 325 pages - brother innobella Ic61-c ® 1
x cartridge ( magenta ) - up to 325 pages - brother innobella Ic61-m 2
1 x cartridge ( yellow ) - up to 325 pag

certified for windows vista software and devices have undergone
compatibility tests for ease-of-use, better performance and enhanced
security.

yes
2years warranty N o
limited warranty - express exchange 2 years

50 db (operating) o
50 if

95 if

20 - 80%



Copyright © 2009 by Office Depot, inc. All rights reserved. Prices shown are in U.S. Dollars.
Please login for country specific pricing. Prices are subject to change based on your order and
delivery location(s) and the applicable retail store location. All orders are subject to the Terms of Use.
The Tony Stewart©, Stewart-Haas Racing™ and #14™ are trademarks of Stewart-Haas Racing and
are used under license.
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SMART - Front projection

885ix
SMART Board 600

interactive whiteboard
system

800 Serias

SMART Board
SBDE00 interactive
whiteboard

Ralated Hinks

Resource library

Lol
W
S
.

Combine the simplicity of a whiteboard and the power of a computer

~ with a SMART Board interactive whiteboard. SMART Board

interactive whiteboards bring interactivity to any environment — and
most of all, they make it easy.

SMART Board 600 series interactive whiteboards are available alone
or with integrated projectors as SMART Board interactive whiteboard

systems.

#850u

Discover an integrated system with
unparalleled image quality and a large
interactive surface.

The 685ix is one of the world's first integrated
systems to combine an ultra-short-throw
projector and a widescreen interactive
whiteboard. It virtually eliminates shadows,
glare and distracting projector light.

8001 serias
Experience the power of integration. With an interactive
whiteboard and short-throw projector, the third-generation
SMART Board 600i interactive whiteboard system delivers
the ultimate walk-up-and-use experience.

800 series S
Extend your interactive capabilities with a fiexible pen-and-
finger system — the SMART Board 600 series interacti
whiteboard delivers intuitive performance arngggeﬂ ary

ease of use. e

SBDEM saries

Qur 600, 600i and 685ix series interactive
whiteboards are now available with a dual-
touch feature. Two people can simultaneously
write on or fouch the interactive whiteboard —
it's an easy way to work together and provide
more students with access to the board.

Page 2 of 3

industry solutions

Education
Business
Government

Eivard oseed ynesrs

http://www2.smarttech.com/st/en-US/Products/SMART+Boards/Front-+projection/

8/4/2009



eMARs Software, Electronic Medication Administration Records - Medwiz Technologies ~ Page 1 of 1

Powerfully Simp\le.

Digltal Solutions for Long-Term Care

L

New Math for Long-Term

Get a Feel for the System il
| Care Facilities

Poke g look a2 o brief éw% e
wali through of the , . U Eacility -
e o ) 2
MedWiz sysen o Mediviz wfmgg :
beteer Resivent Lare
Physiclane - Faciizes | Phamaasdios ;

sohnedoges. All dghes reservad,

http://www.medwiztech.com/ 8/3/2009
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Headwall Systems for your Simulation Lab!,

Infinity Horizontal Patient Care Headwa
. (Slim-line surface mount)

ent Service Console PCA Recessed or Surface Consists of [4) separate raceways (emergency power, normal power, communication,
nt and medical gas pigier:?.) Rail is pre-wired for single point connection from wall to

. A : i bldg. Unit is not piped.
« a unitized backbox w/ combination knock-outs ot the top and bottom o5 [ % 10°H % 4D

h gang. Appropriate barriers are re-installed. Finish facia is deep-
d, anogized aluminum extrusion wﬂ'ﬁ off white color insert Included: L
7/8"Lx 7" Hx27/8D v * Oxygen ouflet ® Vacuum outlet ¢ Medical air outlet
) : o Elecirical receptacle, red * Elecirical receptacle, ivory
ygen outlet ® Vacuum outlet ® Medical air outlet * Provision for monitor outlet (blank cover provided|
¢irical receptadle, red ; * Vacuum bottle slide w/ canister holder
irical receptacle, ivory & Monitor bracket slide and monitor arm
! _ e Basket 10" x 8"x 4" ’

cuum botle slide w/ canister holder - . ‘
en Flowmeter w/ humidifier, tubing & mask % Flowmeter w/ .h'_Jl.'mdlﬁel", tubing & mask
{ owmeter w/ humidifier, tubing & rgask : ° m“e’e’ w/ humidifier, tubing & mask
o Vacuum regulator {continuous)

«uum regulator {continuous) ‘
* 03-71-1545 Functional $2,765.10

1-2520 Recessed $1,080.35

1-2519 Surface Mount $1,207.50 77 . : y

dos an anodized aluminum enclosure w/appropriate barriers pre-installed. gzr;]uzsuii:zr:ithl::;z::;ll 5714! gg,, (1300mm)

h fcia is deep-etched, anodized aluminum exirusion with gray frirm. Non Piped, Non Wired. Excluding Provision for monitor outlef, Monitor bracket slide
: and monitor arm, Basket Oxygen Flowmeter w/ humidifier, tubing & mask, Air

Flowmeter w/ humidifier, tubing & mask and Vacuum regulator

i,

ogent Training Headwalls
Fully functional simulation headwall with self confained vacuum pump and

air compressor. Designed for low noise, easy mounfing,
and comes with a 6 foot power cord at Hwesﬁoﬁom of?he unit.

Proxima Pafient Service Column
Extends from floor-to ceiling. Each unit is pre-wired but
pre-piped for single point connection at the fop.

e 11 1/2"Wx é"'D ;

: ° 21"Lx 36"H x 6"D
¢ Oxygen outlet Included:
* Vacuum outlet  Oxygen ouflet
o Medical air outlet ¢ Vacuum outlet
o (3) Elecirical receptacle, red e Medical air outlet

o Electrical receptacle, red
d o Electrical receptacle,ivory
nfing bracket  © Vacuum bottle slide
s Timer swiich for pump and compressor

o (3) Electrical receptacle, i

e Provision for monitor ouﬂ:foziank cover p
o Vacuum bottle slide w/canister holder w/|
o Monifor bracket slide and monitor arm

o Basket 10" x 8" x 4"

e Oxyqen'Flowmeter w/ humidifier, fubing &

o Air Flowmeter w/ humidifier, tubing & mask
¢ Vacuum regulator {confinuous)

sk © 03-71-1447 Functional/Private $2,856.60

, 03-71-1550 Non-Functional/Private $714.50
03-71-1946 $4,258.50 Same as above excluding vacuum pump and gir compressor
03-71-1530 Functional/Semi-Private $3,142.40

Same as above with all outlets, receptacles and bottle slides are doubl

I/ICU $3,285.30 _ i :
| oxygen,.m: airouliel, receptacles and botile

-71-1540 Functiona
155 including 3 vacuum outlets.

bove

1

Medical Air Flowmeter Oxygen Flowmeter 1500 mlL Suction Utility Basket

w/ Humidifier and  w/ Humidifier and Canister w/ 107 x 8" x 4"
Bracket & Holder 03-71-8239 $92.90




~ Hill-Rom Bed Package

Now you can economically replicate a "Patient's Room" in you
Skills Lab with this quality Hill-Rom Bed Package!

Hill-Rom Svite
Reforbished)

PACKAGE INCI.UDES '
Hill-Rom Cenira 850 Bed w/ Mottress ‘
Deluxe 3 Drawer Bedside skJnd
‘Double Drawer Overbed Table
Heavy Duty Infusion Pump Stand

e
s:
- 3-Motor bed
e Hi-Lo Travel Time: 21 seconds
o Sleep Surface: 36"x 82"
Overa" Length (w/out bumpers}: 36" x 82"
¢ Bed Frame Clearance w/5” casters: 7.5”
e [ow Position: 17"
¢ High Position: 30"
e Central Brake and Steer
* Night light
o CPR Release
s Paral ram {new siyle) sude rails
° ic (Hard pan) surface
¢ Matiress {built to OEM spec)
o Light Neutral Paint

MATTRESS
® Foam 36" x 80" Matiress
o Fluid Resistant, anti-microbial/anfi-bacterial

‘i : California Techni in #117
Fire-Retardant: Colfornia Technical Bulefin You may select a wood laminate finish for all three surfaces

PLATINUM DELIVERY SERVICE AVAILABLE (Bed, Bedside Stand & Overbed Table)
Light Oak, Medium Oak, or Walnut
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Kangaroo
ePUMP
Enteral

Ent
1508

ngaroo Enteral Feeding Pump ® 15 hour batte
hccurate volumetric delivery / e ' ry
hoor by : e A i foature e Multilingual
Volomp fotalizr w separcte volume dar buton  LED/mesiage ceter b cue diploy e Multiple alarm options
{ High visibility LED display B+t P ‘o Flushing capabilities

i Built-in pole clamp U9
| Ao dnd visual clarms * 16 Hour memory e Anti Free Flow pump sefs

;’.R:'t:g\r; ﬂfgrlziﬁﬁéud;sz F?er:dp:ﬂ:";i lg_ej;éer e 2 distinct audible alarms e DEHP Free pump sefs
15-46-224 $559.00 05-46-2400 $695.00 )
Feeding Bag . 05-46-3824 $749.00

05-46-2005 $6.45

in 1 Connector Stepped (Clean)
sugh, shatterproof polypropylene connectors.
ermit visual monitoring of fluids. 5-in-1
pnnectors connect two tubes ranging from
#11mm Latex free.
16-34-1350 39¢

, Gravity Tube Feeding Bag - EPump Set Spike Feed/Flush
f Connector * Top fill container 05-46-4669 $9.25

" . 80" Gravity feed set
V 8 (Clean) 6 - Step connector
sugh, shatterproof * 1000 ml (20 gtts/ml) EPump Set 1000mL
olypropylens conneciors * Patient Lobel (1 Feed & 1 Flush)
ffluids. Clean, 3/8". 05-46-7124 $3.75 05-46-3662 $10.25

6-34-1355 $1.75




. 16 medicafion drawers
¢ ABS scratch resistant plashc
s “lnbgral pullout shelf
~® Security code lock
% 3 sup Yy rawers
e 0 Lock ng
¢ IV Pole

oz. Plastic Cups
ite 1000/Case

Dimensions:

- W25.5" x D23" x H39.76"

- . 02:25-5316 $1,250.00
'32 Bm 4 Drawer Medlcohon Cart ' ‘

* e Full Medication Trolley : E

® Includes casters

© 3891 x 22.94"W x 44.10°H

02-25-2222 $2,898.00
02-25-DRW 4" Narcotic Drawer w/Locks $25.21

i
WWW

Medlcaﬂon Cart - gwo
- 48 Bins 2 Drawer w/ Lock

Features:

o 48 medication drawers
* ABS scratch resistant plastic

e 2 supply drawers

e Lockaﬁle roller doors w/! masfer key
* Locking wheels
e [V Pole

dicine Cups
oz.  Plastic ® Graduated

9-231 $1.25

‘Dimensions:

W28.35" x D23” x H39.76"
02-25-5248 $'|,600.00

24 Bin Medication Cart Bile

Versatile Medication Cart!

Side mount 24 bin medication cabinet with
“locking doors. 3 shelves:

2 adjustable and 1 fixed top compartment holds
waste container. Locking system for exira security.
Features:

e Narcotic box for top drawer

@ Double-wall steel construction

@ Locking swivel casters

72-3050 $1.99

L ——

e Color: Autumn White

« Size: 32 174" W x 22'D x 45°H Medication Cart
* Weight: 60 Ibs 64 Bins w/Lock
02-25-3972 $1,715.00 . Features:

02-25-BD37 Tray Dividers $21.25 ® 64 medication drawers

02-25-B397 Travs for Casseties $164.65 o ABS scratch resistant plastic
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LLEAGUE CX lnfuslon Pump with GUARDIAN Feczlure

m 5|mp|e mfusmns to medication therapies requmng c
culations, COLLEAGUE pumps can be configured with the ope

ch COLLEAGUE pump the equ:valenf of many diﬂerenf;kmds of pumps
er Colleague (0. ¢ lnfuslon Pump with Guardian fealure:

rogram 8 parameters including: patient weight, air
etection sensitivity, rafe limits and medication variables
Dose calculator with 9 delivery modes

: Volume history with: date, time, as, well as Primary,
Piggyback and Total Volume Delivered

; Automafed tube loadmg and slide clamp prevent Three flow"
 Guardian feature: warning alert when programmed doses have not been met
' Multicolor display screen
90 Day Warranty

54-1100 Single Chqnnel $1,899.00
54-1613 Triple Channel ’$3,83520'0

LO-GARD Single-Channel Volumetric Infusion Pum axt
9 FOR EDUCATION PURPOSES ONLY p B er
RE-CERTIFIED - SUBJECT TO AVAILABILITY
e Indushy Standard in Standard Set Infusion Pump Technology.

e FLO-GARD Volumetric Infusion Pump is indusiry sfandard in sfandard set mfusnon pump technolog

NHANCED SAFETY

Flow Check Occlusion Alarm offers an in-line resistance dlsplay of
incremental back pressure

Flow Rate Calculation is automatic after volume and time are seleded

Ermant Panal | ankemid




fessional
jital Scale

0 1b / 227 kg capacity,

71/ 0.1 kg incremenis

e, low platform with

i skid mat for stability

sy read, 1" high LCD readout
or fr lendiy inferface features

dhuding BMI and Lhs/Kg

hi rod (247-84" x 1/8" /

m - 213cm x Tmm}

g aluminium pillar.

wlitable Firmware

Al Connectivity via USB

AA cell batteries (not incl.}or

Détecfo Dual
_Reading Physician |
/ Scale Standard and
* Portable
Capacity: 350 Ib. x 4 oz.
160 kg x 100g
Platform Size: 10.5” x 14.5”
Colors White Only
Height rod included,
- range 30-78 inches
76-198 ecm

Standard Features:
¢ Dual Reading Beam
o Height Rod

04-33-338 Porfable $325.99
© 04-33-339 Standard $283.99

“‘\ Detecto

,1/%3’—5%2

. Mechanical
%Chair Scale
die-cast beams are
easily read from
front or back.
Capacity:
BEgTE x 4 oz.
Pounds/Kilograms -
mccf’gl also available.

A Mechanical Floor Scale

iij# easy-fo-read dial displays weight
#curale fo one percent of fotal
i

d all-metal body is enhanced by a
Hy lover system.
§ In pounds and kilograms.

20-bs/150 kg
9 1 1b/500 gm

SECA Floor Scale with High
Weight Capacity

o Capacity 440 Ibs

¢ Graduations 0.2 lbs

@ Dimensions { WixtHxW} - 433x47x373mm
o Weight 2.6 kg

* Battery powered

04-33-813 $130.00

Seca Dlgafal Floor Scule W|I'h BMI

and Cable Remote Control
Recognized by the US rtment of Hedlth as
fhzc;%ndar ér nonnalDevgrues of height and
weight. The remote head and handle make the
BMI easy fo and move. Carrying case.
Capacity: 400 lbs/180 kg. :

04-33-882 $400.00

5 Foot Retractable Tape Measures
Inches & Centimeters with Push Bution Return.




Refurbished Hill-Rom General Procedure Strefcher
o Mattress Included

o Overall length: 84" (213.4 cm) )

* Low position height {without matiress): 23.5" (59.7 cm)

o High position height {without matiress): 38.5% {97.8 cm}

o Total high-low travel: 15" (38.1 em)

« Maximum patient weight: 500 pounds

o Collapsible push bar and head end of gurney -

« Trendelenburg and reverse Trendelenburg positioning

« Adijustable filt back section ‘ v e
The Hill-Rom GPS General Procedure Strefcher is ideal for transport, recovery
and minor procedures. It features hydraulic adjustable height, with confrols
located on ﬁ;fh sides of the sirefcher. . - ‘

The side rails collapse and can be tucked away when nof in use, allowing
zero transfer gap. All four wheels brake from one pedal located at all four

corners of the sirefcher. .
PLATINUM DELIVERY SERVICE AVAILABLE

02-76-900 $2,500.00

s “Eavann

.‘\'%{3/9 N %TE N . N f..:: ’(/’ .

General Transport Stretcher Standard Transport Stretcher (2 Crenk) Adjustable Height Transport
ifications: ' Specifications:  Stretcher (3 Crank)

» Overdll size: 75" Lx 29 1/2" W o Overall size: 75" Lx 29 1/2" W Specifications:

o Frame: Stainless Steel
» Backrest Lift: Hand fift
o Fixed Height: 25 1/2°

o Frame: Stainless Steel
o Backrest: Adjustable Hand Lift Operati
o Fixed Height: 29" H

)
» A8 Collosibe Side Roll o ABS Collapsible Side Rals _ : =
s drodere) « High Qualiy Casle: 6" (Dia) W« Adustable Height N
ety TUU mamomily T et ¥
Y. . . g * High Quality Caster: ia.
» 2° Foam covered mafiress . rce:,;& 0-40 degrees . {2 lockable and 2 directional) Q '
o Oxygen Tank Holder v Foe o Oxygen Tank Holder o |
 Metal Shelf * 2" Foam co:(ered mafiress ﬁ * Stainless Steel Shelf i
¢ Safety Load: 180kg (396 Ib) : meghT?{n Holder o LV, Pole x 2 E
o The knee part DOES NOT elevate on this model Sefoy lo:d 180kg (396 e 2% Foam covered mafiress / -
e | . ’ 4 . p Vi LL.
76 0276 . / :
02-76-100 $1,270.00 0276200 $1,390.00 0276300 sﬁﬁ“?oﬂf 43

e Corner rofary wheel {bumper} x 4 .

g
Mulfi-Treatment Hydraulic Stretcher
e Overall Size: 85" Lx 31" W

o Backrest 0-80° (Pneumatic assisted) :

o Knee-break 0-40° (Crank assisted)

o Adjustable Height : N ,

o Trendelenburg & Rev. Trendelenburg Approx.:+18° (Pneumatic-Handle type)
o Single Pedestal Hydraulic mechanism : '

+ Hydraulic foot-Pedals are located on each side of siretcher

o 3" Foam mattress with synthetic leather cover

o Steel Frame: with Elecirodepositing and Anti-Bacterial Powder Coating

o ABS Collapsible Side Rails
o |V. Socketx 4 -

e Bed chassis cover with heavy duty ABS plastic

« Storage area for oxygen tank, personal belongings

« High quality 8" wheel (inclusive of central brake & steer system)
e |V.Polex 1

o Load capacity 225kgs (500 Ib)

02-76-500 $2,995.00

o Overall size: 75" Lx 29 1/2° W
o Frame: Stainless Steel

o Backrest Lift: 0-80°

o Knee-break Lift: 0-40°
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MIDMARK ]

72"Lx 24"W x 28"H

ase Specify cdol'
4-50-0900 $455.00

Table Paper

The smooth finish is durable to
profect any fype or size exam foble.

Sold by the Roll.

Crepe 18" X 125’
02-72-6222 $2.50

riable Treatment Table Hile
 Sturdy hardwood frame with eight tubular sahn o Powder coated neutral gray ¢ 2" foam

aluminum legs.

1" thick urethane foam fop e Comes with paper holder {21"x3"}
 Carrying grip handles, comer guards and o High impact level feet :

 bottom bumpers. : ¢ Durable steel drawer glides

300 Ib capacity e Optional maiching pdlaw (04-50-0091) -
Folds to @ compact 24" x 36" x 6". - o 30"H x 28"W x 72"L

ors: Slate Blue, Oak Brown or Grotto Green ColorsRoyaIBlue,Taupe,MossGreen

50-0082 Optional Carry Case $119.50

Crepe 21" X 125°
02:72-6216 $2.75

Treatment Table w/ Drawers B
* High strength steel legs and frame

o Upholstered in heavy gauge expanded vinyl

Hunter Green, Gray, Black, Burgundy, Mauve
cndBluendgeP[easgSpec:fyColor

04-50-8000 $1,060.00 - Ritter Manual Exam Table Wil

A versatile exam table! Spring-assisted backrest makes teaching
dlient positionning easy.

18 gauge steel exam fable with an electrical receptacle, hide-away sfirrups,
non-skid locking footstep

5 large drawers |
\ 500 Ib weight capacity
Colors Iris Blue, *Nile Green, Plum, Royal, Pebble Gray, ‘SlafeGmy & Sand Gray
se Specify Color
R o $135.00
) 02-50-204 $1,495.00

The Brewer Element Treatment Table
offers fundamental features
for universal needs.
A robust steel frame
construction ensures
maximum stability.
Ideal for school

nurse stations.

Drape Sheets B
Soft, opaque tissue with overaé!
pebble emboss. Available in 2 piy

Smooth 18” X 225
02-72-3184 $3.25

Smooth 21" X 225
02-72-3185 $3.50

Qo
&
B2
fissue or more durable 3-ply. g
o White o .
e Case/100 )
40" X 48" 2 ply ; See us for a complete Lo
04-72-7540 $17.20 " line of medical products. O
40" X 60° 2 ply bl £
04'72'7546 $23.50 Brewer :\e;ﬂ;zzn;e Fcﬂ; Wi 53051 : :
' e a5t 176 o e
40” x 60’ 3 P’Y . iwiﬁ.iri?erg;;ewff&gd :
5

04-72-7535 $37.25 S

|




Hoyer Llft

<~w/ Polydura Sling
" Width: Minimum: 24"
Maximum: 39.5”
Length: 41” |
Base Clearance: 5.5” \
Capacity: 400 Ibs. "
Tubing: 2” Round Finish: Chrome'
Unit Weight: 80 Ibs.
Shipping Weight: 85 Ibs.

04-76- HLSL $995.00

feral Transfer Slide

can teach a laterdl fransfer without using mechanical lifis.
struded from a strong nylon material sewn info @ long roller band, the
oSlide® LT has four rows of webbed handles around the full length, used o ",
serform the lateral fransfer. -

76-4400 $199.00

ip Sheets (2)

ade froma strong friction free nylon material and hemmedonﬂweed{gesfo
, fraying, this positioning device is ideal fo teach repositioning o

mobde patients. rgoSn(geTM Bed Slide Sheet is not meant to remain
Under the pafient) Reposlﬁonm Slide

The ErgoSlide® is made From a sirong nylon material sewn info a long roller
04-76-2200 $109.00 band and is wide enough for a patient fo lie on. Webbing handles are on
/ both sides of the sheet around lhe full length, which are used fo furn or slide
the patient.
04-76-2100 $119.00
04-76-2101 Bariatric $169.00




NLN

National League for Nursing — Scenarios

These ten surgical and ten medical scenarios are designed to challenge students at different levels.
The package includes basic and advanced scenarios, Cases range from maintaining vital signs through
recognizing and managing life-threatening complications. Mapped to the 2007 NCLEX!

Runs on SimMan® 3G Instructor Mode.

21 l-l760! NLN Simulation in Nursing Education
Vol.1 SimMan Scenarios

$3,000.00

A

i 200-17001 NLN Simulation in Nursing Education
Vol. 1 VitalSim Scenarios

%

$3,000.00

e,

%,
Includes:

* Pre-Programmed Scenarios * Patient Information Card  Patient ID Bands
* “Simulation in Nursing Education” book ¢ Data Collection Forms * Physicians’ Orders

Second Yolume of NLN Scenarios now available!

Contains ten core and ten complex cases that are more advanced than Volume | scenarios.
These cases will challenge your nursing students to diagnose and treat rare cases in a clinical environment.
Medical cases range from sickle cell anemia, experience with malfunctioning pacemaker/defibrillator,
to renal failure and acute severe pancreatitis. Runs on SimMan 3G Instructor Mode.
Scenarios are designed to promote:
- Active fearning in a risk-free environment
- Correct patient assessment and management of care
- Guidance in debriefing process with questions that utilize the QSEN
(Quality and Safety Education for Nurses) Competencies

Scenarios are mapped to NCLEX categories. Appropriate to use in any type of undergraduate nursing program.

2[1-17301 NLN Simulation in Nursing Education

cupnmRERT
Vol. Il SimMan Srenarinc . ,



Educational Products Virtual Products

MicroSim®

Patient scenarios that are based on specific learning objectives

MicroSim is a computer-based, self-directed learning
system for Inhospital, Prehospital, and Military medical
providers.The software contains modules with over 40
patient scenarios based on specific learning objectives.

Each patient scenario challenges the student’s medical
knowledge and problem-solving ability while strengthening
their critical thinking skills. Developed in cooperation with
leading medical authorities, MicroSim is designed to be used
for initial and continuing education.

MicroSim® Curriculum Package

Self-directed learning and computer-based simulation for your entire institution

Educational and Economic Benefits

Improves training effectiveness Cost management

¢ Standardizes training methodology « Convenient and flexible self-directed learning
» Integrates simulation scenarios with curriculum mode can be used outside the classroom

* Standardizes outcome measurements ¢ Increases efficiency of instructor time

¢+ Documents performance and improvement ¢ Increases effectiveness of classroom time

©

Economically priced from $30 per student




Educational Products

Virtual %&é&éﬁé*

Allows intuitive access to:

¢ More than 100 different investigations
and treatments

* More than 100 different types of drugs
* Different defibrilators (both manual -~ ———_
and AEDs)

* All common airway, breathing, and
circulation techniques

\

Highly Configurable System

the scenarios come with specific learning
jectives in patient care and emergency
edicine. The scenarios are grouped in i
dules of five patients each, For more
nation about available modules, please
tact your local Laerdal representative.

The debriefing after a simulation session
facilitates the learner’s monitoring of the
learning process and stimulates engagement in
developing decision-making skills. Through this,
the learner is helped to understand what
happened and how to improve performance.

Laerdal MicroSim® is learner centered and can
be extensively customized to fit the learner's
training needs through the configuration
screen. The course designer can customize
the selection of investigations, interventions,
and drugs available during simulation to
reflect the professional level and experience
of the learner:

icroSim® Personal Access

personal version of MicroSim for your individual learning needs

he MicroSim Personal Access program is tailored to the individual user and includes the same 8 modules and 40 patient

arios as found in the complete MicroSim Curriculum Package. Educators who are interested in having their students
these individually-packaged programs are able to track their student’s progress through each patient case and module
ng the optional Competence Management System (CMS) Web Hotel Package.

foware and License Packages Competence Management System (Web-based)**

1§1-59601 MicroSim inhospital Personal Access.............. $12000  459-11001 CMSWeb Hotel Package.....omcornn, $1,000.00
Includes software CD and pre-paid ficense (single user) This web-based CMS allows students who have purchased
96101 MicroSim Personal Access Package.......... $3,495.00 the Personal Access Pre-Paid products to be grouped together
Includes 25 Inhospital Personal Access software wilicense in a specially designed “room” in the CMS Web Hotel similar
(single user), information guide, and curriculum integration to how they would be grouped together in a classroom. The
posters

educator is allowed to configure the equipment and skills
students are aflowed to use as they progress through their

nses (requires software)*

, : course curriculum. Students’ progress can easily be monitored
-91550 MicroSim Military Personal ACCESS $120.00 and tracked as they navigate through and complete each
Includes | modules and 55 patient cases patient case and module.
+1-92550 MicroSim Inhospital Personal Access.... $120.00

** Requires Microsoft Windows XP

sk your Laerdal representative for your free software CD or visit
wilierdal.com for a free software download,

Call us at 1-877-LAERDAL (523-7325) or contact your Authorized Laerdal Distributor.



e

Tralning Products

Nursing Anne

Patient Care

Easy-to-use simulation solution for patient care and clinical skills development

The Nursing Anne is 2 manikin designed for scenario-based training in the care and management of a wide variety of in-hospital
patients. Nursing Anne is an efficient, effective, flexible manikin for clinical training in women’s health, obstetrics, postpartum,

wound assessment and care, and general patient assessment and care.

325-05050, Nursing Anne

325-20050 Nursing Anne (Non-Vi

3
M&rw««ma<m »

Nursing Anne Includes: ™

.$4,240.00

ges 7 4'85
arios and

See pag
for Scen
gervices '€

to this pro

jating
ducﬂ

Capable)
talSim Capable)

$2,683.00

Manikin, Hospital Gown, Airway Lubricant, Assembly Tool Kit, and Directions for Use.

alSim Unit -
quired fOf obemtgn
Sold Separately.
See poges 2629

Cea inEarmafinRd




Training Products

Nursing Kid

Easy-to-uise simulation solution for patient care and clinical skills developrment . o o

 training of the care and management of a variety of pediatric in-hospital patients. Training includes sounds auscultation,

n-hospital clinical skills.

on Pediatric or Infant manikins.

iy,

R
ity
d«%%%

o,

350-05050 Nursmg Kid (VrtalSrm Capable) $2.260.00 ~

§)

3 $1,783:00

Nursing Kid Includes:
Manikin, Airway Lubricant, Simulated Blood, Hospital Gown, Carry Case, and Directions for Use.

uﬂed fOf operation.
Sold swamﬁ@“'
See PGZES 829

italSim functions vary according to manikin capabilities.

250-21050 375-70150 Replacement 231-00101 Pediatric

350-00150 Valve/Clamp 300-00750
Airway Lubricant  Skin & Vein System Intracsseous Leg Set, Anal (pkg. 3), . Simulated Blood
(45 ml) - Pediatric $111.00 Urinary (pkg. 3) $16.00
e $8.00 $150.00 $78.00 i

B gt

~ The Nursing Kid is a training manikin realistically representing a six-year-old child. He is designed for skills and scenario-based

V cannulation, urinary catheterization, and general pediatric patient care. This child is ideal for clinical training in core pediatric

Blood pressure and ECG capabilities not available

Call us at [-877-LAERDAL (523-7325) or contact your Authorized Laerdal Distributor.




~Training Products

A VitalSim

e

VitalSim™ Manikin Configuration Chart

The VitalSim Configuration Chart is a guide to help you create the ideal training manikin. Simply select your Focus: Pre-Hospital or
In-Hospital/Nursing; the Targeted Patient: adult, pediatric, or infant; VitalSim Capabilities: complete, ECG only, or none; and finally,
choose the Accessories that will complete your training objectives. Please contact your sales representative for further assistance.

egalode K€ pgalode s O F
200-05050 MegaCode Kelly 231-05050 MegaCode Kid 325-05050 Nursing Ann,)}
Advanced VitalSim Capable Advanced VitalSim Capable VitalSim Capi

Blood pressure capabilities not available.

203-05050 MegaCode Kelly 231-15050 ECG Kid
Basic VitalSim Capable VitalSim Capable

i
Ay

381500  Advanced Trauma Modules 277-00001 Pediatric Trauma Modules 325-00650 Mastectomy M
276-10001 Trauma Modules 23100101 10 Leg 325-00750 Breast Exam Mat
275-00001 BTLS Victim Injury Set 325-00450 Fundus Skills M
276-15001 NBC Module 276-15001 NBC Module
276-16001  Smallpox Module 276-1600t  Smallpox Modul
381450 SimMan Nursing Wound Module 325-00550 Wound Care A
375-81001 Arterial Stick Arm Set— Female
381655 Hard Case 381655 Hard Case

200-03650 Genitalia Kit, Male & Female

L L
de

276-15001 NBC Module 381500 Trauma Module Set 325-00650 Mastectomy Module 325-00550 Wound Care and Asses
See page 64. See page 64. See page 35. See page 35. .

Eor more information on these and other Laerdal products, visit www.laerdal.com.

s




Training Products

VitalSim™ Capabilities*

Cardiac-Related

* Synchronized variable rate
rhythm, abnormalities, and duration

* Programmable waiting rhythms

* Programmable scenario-based
algorithms for instructor control

* 3- or 4-lead ECG, pacing, and
defibrillation capabilities (25-360 j)

Ngrsi‘n‘é Ke”y i Nwsmg K;d e - Nursmg Bab{”

-05050 Nursing Kelly 350-05050 Nursing Kid 365-05050 Nursing Baby Blood Pressure / Pulses
e . TS Biood pressure arm for auscultation
VitalSim Capable VitalSim Capable VitalSim Capable and paipation of blood pressure™*

» Korotkoff sounds synchronized
with ECG

» Korotkoff sounds volume control

in ten steps, 0-9

Systolic and diastolic pressure may

Blood pressure and ECG capabilities be set individually in steps of

2 mmHg

Systolic 0-300 mmHg,

Diastolic 0-300 mmHg

Auscultatory gap, on/off feature

Calibrate function to adjust pressure

Palpated pulse simulator controls

bilateral carotid and brachial and
radial pulses in the BP arm

- Pulses synchronized with
programmable ECG

- Pulse strengths dependent on BP

pressure and ECG capabilities
spabilities not available. not available not available.

20050 Nursing Kelly

350-10050 Nursing Kid

' Sounds

 Heart sounds synchronized with
programmable ECG

Lung sounds synchronized with
breathing rate, 0-60 BPM

Individual lung or bilateral sound
selection

Normal and abnormal bowel
sounds

Computer-generated sounds

mixed with voice input via amplified
microphone (sold separately)

Wound Care Assessment 231-00101 1O Leg
Set — Male

Arterial Stick Arm
Advanced Trauma Module

NBC Module

Logging/Scenario Functions

= Scenarios can be created or
modified using the PC Editor

» Up to ten scenarios can be
uploaded into the VitaiSim
Control Unit

-« Download up to 25 logs for

“after-action” review/debriefing

Trauma Modules
Smalipox Module
Hard Case

*VitalSim functions vary according
to manikin capabilities.

) ** Fegture not available on
{}| Advanced Trauma Module Set Nursing Kid or Nursing Baby.

Call us at [-877-LAERDAL (523-7325) or contact your Authorized Laerdal Distributor.




SMART - Products

SMART Boarg™
interactive whiteboards

SMART Board
interactive displays

B S

BIART Board interactive whitebourds
Experience the world’s leading interactive

whiteboard.

" SMART Notebook
software

 SMART Response
. AlrLiner™ wireless
siate

. SMART Podium
interactive pen
~ displays

SMART Classroom
Suite

- SMART Syne
- classroom
management software

~ SMART Notebaok SE
~ (Student Edition),
software S

 SMART Meeting Pro
SMART Hub VE

 SMART Hub SE
SMART Hub PE

- SMART Document
- Camera

SMART Audio
SMART Table
Bridgit™ conferencing
software

SMART Learning
 Marketplace

SMART Board
accessories

Actalyst™ interactive
digital signage

~ SMART Ideas™

- concept-mapping

. software
SMART Notebook .~ ’
Math software (beta)

%4
s,

SHART Board interactive displays

Page 2 of 4

Blend interactivity with brilliant visuals by
transforming your plasma or LCD panel
display into a SMART Board interactive

di§play.,

EWART Notebook software
SMART Notebook software sets the standard

Sy

for creating, teaching and managing

interactive lessons within a single application.

.

Wi,
Sy,

SMART Réjspéynm

Our interactive response system allows you to
obtain quick insight into learning, track

student performance and organize
assessment results in the built-in gradebook.

AlrLiner wireless siate

Have the freedom to teach from anywhere in
the classroom and even more options to

make digital content interactive.

SMART Podium inleractive pen displays

Use a pen to control your computer and
present to audiences large and small.

SMART Classroom Sulte

,,,,,,,,

i,

Create, organize, manage and assess with
our integrated software suite, which includes
SMART Notebook, SMART Notebook SE,
SMART Sync and SMART Response CE.

SMART Sync software

Make the most of class time with our
classroom management software. SMART
Sync enables you to effortiessly monitor
computer activity, keep students focused on

learning and encourage student collaboration.

SUWART Notebook SE (Student Edition] softwars

http://www2.smarttech.com/st/en-US/Products/

8/4/2009



SMART - Products

SMART Notebook SE combines the SMART
Notebook software you love with nonlinear,
personalized features that help students
organize and complete assignments.

Page 3 of 4

SHARY Maetling Pro

Experience advanced whiteboarding and
collaboration with software that connects
muiltiple computers and interactive
whiteboards or displays, locally or remotely.

SMART Hub VE

Bring your meetings into the digital age
without requiring a dedicated meeting room
PC. You can quickly write, save and distribute
meeting notes without a computer.

SMART Hub 8E

Blend interactivity with brilliant visuals by
transforming your plasma or LCD panel
display into a SMART Board interactive

display.

SHART Hub PE

Experience advanced, computer-free
whiteboarding and collaboration with an
appliance that connects multiple interactive
whiteboards or displays.

SHART Document Camers
Instantly display images of any object - then
transform them into digital lesson content.

SMART Audlo

Our classroom amplification system ensures
~every word in every lesson comes in loud and
clear.

SMART Table

it's the world’s first interactive tabie for
primary education that’s designed fo let
several students work and explore on the
display at once.

http://www2.smarttech.com/st/en-US/Products/

8/4/2009



SMART - Products

Bridglt conferencing sofiware

See how easy data conferencing can be.
Bridgit software makes communicating over
distance effective and simple. Jet lag not

Page 4 of 4

included.

SWART Learning Markeiplace

QOur content subscription service offers over
one million images, manipulatives and
multimedia files.

SMARY Board accessories

Get more from your SMART Board interactive
whiteboard with accessories that will save you
time and enhance your SMART products.

Aetelyst interactive digital sionage

Transform your LCD and plasma panels into
interactive information stations and
wayfinders.

SHARY ideas concepbmapping software

Make learning memorable with colorful,
multilevel concept maps. Download a free trial
version, and help students discover how
exciting ideas can be.

SHARY Notebook Math softwars (beta}

Try it now — the SMART Notebook Math beta
streamlines your secondary-level lessons with
interactive math-specific tools and features
that are integrated into SMART Notebook
software.

© 2009 SMART T

aechnologies

ULC

.S
Legal

effecti ings.com

http://www2.smarttech.com/st/en-US/Products/

8/4/2009
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SMART Meeting Pro

Meetings run smoothly — from start to save

Whether you're working with team members in the same room or across the globe, SMART Meeting
Pro software lets you collaborate with ease. SMART Meeting Pro provides advanced whiteboarding
and automated data conferencing capability in meeting rooms with a computer and one or more
SMART interactive displays. The software’s intuitive menu takes you through simple steps for
whiteboarding, conferencing and file access.

Digital notes made easy

SMART Meeting Pro gives you almost endless space for making digital notes. It's easy to add
pages and navigate from page to page. You can launch program files or a Web browser,
annotate over any of these applications and capture them in your meeting notes.

Cutting-adge conferencing
it's simple to collaborate with colleagues around the world as if you were all in the same room.
Your conference is set up automatically — just walk into the meeting room and begin. Distributed

teams can work and make notes on documents simultaneously.

T SN N (RN ) P P M
Multiple displays multiply collaboration

SMART Meeting Pro is ideal for rooms with multiple displays. Slide notes, documents and windows
over multiple screens. Connect faptops and displays to view or work on several documents at once.

Save time by saving notes

When the meeting is done, you can view and sort all your pages of notes as thumbnails. Save ali of
your work ~ documents, notes, annotations — to your network, desktop or USB key, or e-mail them
to your team. Your days of copying notes from the whiteboard are over.

SMART Meeting Pro - a versatile, powerful solution for your colaboration needs.

www.smarttach.comicorp Extraordinary made simple™

SMART

Technologies



« Simple but robust — Walk up and use it. SMART Meeting Pro also offers

« Capture notes — When you make notes in digital ink or annotate over another
_application, your copy is automatically captured at the touch of the screen

—gavanted capabiitdess o
+ Automated data conferencing — Regardless of their Jocation, participants see

what you see simuitanecusly on their taptops or interactive displays

< integration — Works with interactive displays in a variety of meeting room
configurations

« Multiple display capabifity ~ SMART Meeting Pro is avaiiable in versions
that cater to 1 display, 2 dispiays, up to 4 displays or up t0 16 displays. You
can slide documents between screens and write notes on different displays
simuftaneousty.

« Wirelessly connect multipte laptops

Technical requirements

= Organize and sort notes using thumbnail views

s Save notes — When your meeting is over, you can automaticaily save all your
pages to the network, desktop, USB key, or e-mail them to your team. Save
them as a jpeg, PDF or SMART Meeting Pro file.

» Access internet and network files

» Whiteboarding — Write notes in digital ink and annotate over any application.
inciudes advanced whiteboarding functions like cut, copy, paste, flip and
rotate. Speciality functions include Screen Shade, Spotlight, Magnifier, pointer
and handwriting conversion to type.

Collaboration requirements

SMART Meeting Pro requirements
1-2 displays
» 1 GHz Pentium® 4 processor
+ 1 GB of RAM (2 GB recommended)
« 110 MB of free hard disk space
» Windows® XP SP2 or Windows Vista® operating system
» DirectX® 9 Internet Explorer internet browser version 6.0 or later
« TCP/IP network connection of 10 Mbps or faster (100 Mbps recommended)
s For 2 displays: PCs with dual display built in on motherboard or dual head add
on video card
» Video card(s) should support DirectX

Up to 4 displays

» 1.8 GHz Pentium 4 processor
2 GB of RAM

s 110 MB of free hard disk space

» Windows XP SP2 or Windows Vista
operating system

« DirectX 9

s Internet Explorer internet browser version

6.0 or later
» TCP/IP network connection of 10 Mbps or faster (100 Mbps recommended)

» Recommended: Quad head card (NVIDIA NVS 440 technology or AT FireMV™
or ATi FireGL™), or two dual head add on video cards
« Video card(s) should support DirectX

Up to 16 displays

Visit smarttech.com/corp for information.

Client
= 800 Mz Pentium {li processor
= 512 MB of RAM
+ Broadband Internet connection

Server

Supported operating systems — Windows
= Windows 2000 operating system
« Windows XP operating system
» Windows Server® 2003 operating system
« Windows Vista operating system

A single-processor server with a 100 Mbit network interface can support up to 250
concurrent users. To support more users, we recommend adding multiple processor
cores to the server and allocating more network bandwidth. For specific details, see
KB112438. More than the recommended number of users may negatively affect

performance.

In addition, each server must meet the following minimum requirements:
» 1 GHz processor
= 512 MB RAM
+ Windows 2000, Windows XP or Windows Server 2003 operating system
+ 100 Mbps network interface card that supports the TCP\IP protocot (1 Gbps
NIC recommended)

Toll Free 1.888.42.SMART (U.S./Canada)
or +1.403.245.0333

wrwrwnsmartiech.comizorg

SMART

Extraordinary made simple™ -
Technoiogies
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